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Free-Stand, Type 12 

Industry Standards

UL 508A Listed; Type 12; File No. E61997
cUL Listed per CSA C22.2 No 94; Type 12; File No. E61997

NEMA/EEMAC Type 12
E.I.A. RS-310-D
CSA File No. 42186: Type 12
IEC 60529, IP55

 

Application
Designed to house systems incorporating large components or 
complex mounting configurations. Three-point latching and sealing 
provide industry-leading protection from dust, dirt, oil and water. 
These enclosures are used in machine tool applications for housing 
motor starters, drives, contactors and PLCs, as well as a wide variety 
of other electrical and electronic equipment. The addition of 19-
in. rack-mounting accessories makes these enclosures ideal for 
providing rugged protection for sensitive rack-mounted components 
in harsh industrial environments. These enclosures are used 
extensively in automotive, pulp and paper, wood products, textile 
and similar industries.  

Specifications
•• �12 gauge Type 304 stainless steel 
•• �Seams continuously welded and ground smooth; no holes or 

knockouts
•• �Stiffeners welded to back of enclosures maintain flatness and 

increase rigidity
•• �Heavy-duty lifting eyes are Type 316 stainless steel
•• �Plated steel 3-point latching and keylocking handle
•• �Latch rods have rollers for easier door closing
•• �Heavy-gauge continuous hinges support each door
•• �Data pocket, provided on door(s) with 3-point latches, is high-

impact thermoplastic
•• �Mounting channels welded horizontally to interior body sides at 

top, bottom and center
•• �Optional panels and rack-mounting angles can be mounted 

anywhere along channels
•• �Oil-resistant door gasket attached with oil-resistant adhesive and 

held in place with steel retaining strips
•• �Bonding provision on door; grounding studs on body
•• �Accessory mounting channel provided in enclosure top 

Finish
Enclosures are unpainted. Cover, sides, top and bottom have smooth 
#4 brushed finish. Optional steel panels, swing-out panels, side-
mounted panels, rack-mounting frames, heavy-duty panel supports 
and center panel supports are painted white. Optional full, half and 
side-mounted conductive panels are available. 

Accessories
Electrical Interlocks, page 1324
Floor Stand Kit, Stainless Steel, page 212
Fluorescent Light Package, page 1005
Panel Support Kit, page 1283
Panels for Type 3R, 4, 4X, 12 and 13 Enclosures, page 1270

Modification and Customization
Hoffman excels at modifying and customizing products to your 
specifications. Contact your local  Hoffman sales office  or distributor 
for complete information. 
Bulletin: A30S
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Standard Product  

Catalog Number
AxBxC 
in./mm

F 
in./mm

G 
in./mm

H 
in./mm

J 
in./mm

A604818SSFSD 60.06 x 48.06 x 18.06 
1526 x 1221 x 472

32.03 
814

23.12 
587

19.88 
505

20.03 
509

A724818SSFSD 72.06 x 48.06 x 18.06 
1830 x 1221 x 472

38.03 
966

29.12 
740

23.88 
607

24.03 
610

A724824SSFSD 72.06 x 48.06 x 24.06 
1830 x 1221 x 611

38.03 
966

29.12 
740

23.88 
607

24.03 
610

A726018SSFSD 72.06 x 60.06 x 18.06 
1830 x 1526 x 472

38.03 
966

29.12 
740

23.88 
607

24.03 
610

A726024SSFSD 72.06 x 60.06 x 24.06 
1830 x 1526 x 611

38.03 
966

29.12 
740

23.88 
740

23.88 
607

A726036SSFSD 72.06 x 60.06 x 36.06 
1830 x 1526 x 916

38.03 
966

29.12 
740

23.88 
607

24.03 
610

A727218SSFSD 72.06 x 72.06 x 18.06 
1830 x 1830 x 472

38.03 
966

29.12 
740

23.88 
607

24.03 
610

A727224SSFSD 72.06 x 72.06 x 24.06 
1830 x 1830 x 611

38.03 
966

29.12 
740

23.88 
607

24.03 
610

A904820SSFSD 90.06 x 48.06 x 20.06 
2288 x 1221 x 510

47.03 
1195

38.12 
968

29.88 
759

30.03 
763

A907220SSFSD 90.06 x 72.06 x 20.06 
2288 x 1830 x 510

47.03 
1195

38.12 
968

29.88 
759

30.03 
763

A907224SSFSD 90.06 x 72.06 x 24.06 
2288 x 1830 x 611

47.03 
1195

38.12 
968

29.88 
759

30.03 
763

A907236SSFSD 90.06 x 72.06 x 36.06 
2288 x 1830 x 916

47.03 
47.03

38.12 
968

29.88 
759

30.03 
763

Purchase panels and accessories separately.
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Hoffman WATERSHED® Free-Stand Enclosures and Accessories 
Hoffman WATERSHED® Free-Stand 

WATERSHED® Free-Stand, Type 4X 

Industry Standards

UL 508A Listed; Type 4, 4X, 12; File Number E61997
cUL Listed per CSA C22.2 No 94; Type 4, 4X, 12; File Number 
E61997

NSF 169
NEMA/EEMAC Type 4, 4X, 12
IEC 60529, IP66 

Application
The Hoffman WATERSHED®  stainless steel free-stand enclosure, with 
its unique design and Type 4X rating, is a perfect fit for mounting 
electrical or high-tech electronic equipment in a variety of indoor 
and outdoor settings. Its unique features are specifically designed 
for use in sanitary washdown production environments like food, 
beverage, or pharmaceutical processing. However, these same 
features also are useful in petrochemical plants, pulp and paper 
facilities and waste-water treatment plants. 

Specifications
•• �Manufactured from 12 gauge Type 304 stainless steel
•• �Seams continuously welded and ground smooth 
•• �Smooth Type 304 stainless steel lift-off bullet-style hinges
•• �Hinges are shielded by cover edges
•• �Hinged side of cover has provisions to allow direct flushing of 

hinge area
•• �20-degree sloped top facilitates runoff of water and cleaning 

solutions and prohibits the placement of objects on the top of the 
enclosure

•• �170-degree door opening
•• �Door edges are sloped 20 degrees at top and bottom edges to 

facilitate runoff
•• �Slanted flange trough collar prohibits pooling of fluids along the 

top edge of the enclosure opening
•• �Three-point latching operated by POWERGLIDE ®   Type 316L 

padlocking stainless steel handles
•• �Seamless foam-in-place one-piece gasket provides oil-tight and 

dust-tight seal against contaminants
•• �Bonding provision on doors; grounding studs on body
•• �Accessory mounting channel provided in enclosure top
•• �Panel studs fit optional NEMA style panels
•• �Mounting holes in bottom of enclosure for direct mounting or for 

optional sanitary legs and stainless steel floor stands
•• �Furnished hardware kit consists of panel mounting nuts, 

grounding hardware and hole seals for mounting holes 

Finish
Stainless steel enclosures are unpainted. External surfaces have a #4 
brushed finish. Optional mild steel panels are painted white. Optional 
conductive panels are available. 

Accessories
Industrial Corrosion Inhibitors, page 1316
Floor Stand Kit, Stainless Steel, page 212
Fluorescent Light Package, page 1005
Panels for Type 3R, 4, 4X, 12 and 13 Enclosures, page 1270
Sanitary Leg Kits, page 211
Bulletin: WS2

Standard Product  

Catalog Number AxBxC in./mm
A1 
in./mm

A2 
in./mm

B 
in./mm

C 
in./mm Panel Conductive Panel

WS625112SS 62.00 x 51.00 x 12.00 
1575 x 1295 x 305

62.81 
1595

67.20 
1700

51.09 
1298

12.12 
308

A60P48 A60P48G

WS625118SS 62.00 x 51.00 x 18.00 
1575 x 1295 x 457

62.81 
1595

69.38 
1700

51.09 
1298

18.12 
460

A60P48 A60P48G

WS626312SS 62.00 x 63.00 x 12.00 
1575 x 1600 x 305

62.81 
1595

67.20 
1700

63.09 
1602

12.12 
308

A60P60 A60P60G

WS626318SS 62.00 x 63.00 x 18.00 
1575 x 1600 x 457

62.81 
1595

69.38 
1700

63.09 
1602

18.12 
460

A60P60 A60P60G

WS746312SS 74.00 x 63.00 x 12.00 
1880 x 1600 x 305

74.81 
1900

79.20 
2012

63.09 
1602

12.12 
308

A72P60 A72P60G

WS746318SS 74.00 x 63.00 x 18.00 
1880 x 1600 x 457

74.81 
1900

81.38 
2067

63.09 
1602

18.12 
460

A72P60 A72P60G

WS747512SS 74.00 x 75.00 x 12.00 
1880 x 1905 x 305

74.81 
1900

79.20 
2012

75.09 
1907

12.12 
308

A72P72 A72P72G

WS747518SS 74.00 x 75.00 x 18.00 
1880 x 1905 x 457

74.81 
1900

81.38 
2067

75.09 
1907

18.12 
460

A72P72 A72P72G

WS747524SS 74.00 x 75.00 x 24.00 
1880 x 1905 x 610

74.81 
1900

83.57 
2123

75.09 
1907

24.12 
613

A72P72 A72P72G

A x B x C are nominal dimensions.
Purchase panels separately.
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Sanitary Leg Kits 
Sanitary Leg Kits provide space 
between the enclosure and the floor 
for better washdown accessibility. 
Available with fixed or independently 
adjustable legs. Adjustable leg 
shown. Four legs per kit. Maintains 
NEMA Type 4X rating when properly 
installed on a Hoffman Type 4X 
enclosure. 
Bulletin: WSY

Catalog Number Description Size L (in.) Size L (mm) 
WSASLKSS Adjustable Sanitary Leg Kit 11.50 -12.50 292 -318 
WSFSLKSS Fixed Sanitary Leg Kit 12.00 305 
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Floor Stand Kit, Stainless Steel 
Use to raise free-stand enclosure. To install, drill holes in the bottom 
of the enclosure and bolt the floor stands to the enclosure. Each kit 
includes two stands. Type 304 stainless steel. Maintains UL/cUL Type 
4X rating when properly installed on a Hoffman Type 4X enclosure. 
Bulletin: A4SY

Catalog Number
H 
in./mm

C 
in./mm

L 
in./mm

AFK1212SS 12.00 
305

12.00 
305

9.09 
231

AFK1218SS 12.00 
305

18.00 
459

9.09 
231

AFK1224SS 12.00 
305

2406 
611

9.09 
231
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Notes
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PROLINE® Stainless Steel HMI Enclosures 
PROLINE® HMI Enclosures  

PROLINE® Stainless Steel HMI Enclosures  

 

Industry Standards
Sloped Fronts, Front, Rear and Bottom Options 
UL 508A Listed; Type 12; File Number E61997
cUL Listed per CSA C22.2 No 94; Type 12; File Number E61997

NEMA/EEMAC Type 4, 4X, 12
IEC 60529, IP66 

Application
PROLINE®  Stainless Steel HMI Enclosures provide a comprehensive 
system for housing Human-Machine Interface (HMI) computers 
and related control devices in a corrosive environment. With these 
enclosures you can develop a customized solution that meets 
your application’s requirements exactly, including UL/CSA Type 4X 
protection. 

Features
PROLINE HMI Enclosure System 
Numerous PROLINE Components are available in stainless steel.
For optional stainless steel pendant arm mounting options, see 
Hoffman CS480 and CS600 options.
See PROLINE Sloped Front HMI Enclosures in HMI - Human-Machine 
Interface chapter for more information.

See PROLINE Assembled Enclosures in Modular Enclosure Systems section 
for more information. 

Sizes:  PROLINE Stainless Steel HMI Enclosures fit most popular HMI 
models. The basic enclosure has an ergonomically sloped front that 
positions the screen for easy viewing.

Equipment Mounting:  Grid straps, rack angles and panels are 
available for all enclosure sizes. Large front and rear openings provide 
easy access.

Enclosure Mounting:  The PROLINE system includes several optional 
mounting methods: stainless steel pendant arm systems, stainless 
steel pedestals and stainless steel bases. Systems can also be placed 
on tables, desks or flat surfaces. 

Protection from the Harshest Environment:  PROLINE Stainless 
Steel HMI Enclosures meet tough NEMA Type 4X standards (IP 66). 
Enclosures are constructed of Type 304 stainless steel with stainless 
steel external hardware. Foam-in-place gasketing provides a tight, 
consistent seal. 
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Sloped Front 
Full front opening for door/cover options has a 5-degree slope. Rear 
opening(s) for door and cover options. Optional PROLINE frame shelf 
or PROLINE grid system is recommended to provide a stationary 
platform for supporting deep equipment. The open bottom is 
suitable for joining the top to a 700-mm-tall PROLINE frame. The 
bottom of the 600 x 600-mm sizes can be joined through a cutout 
base to a pedestal or pendant arm system. A support bracket 
accessory allows the 600 x 600-mm sizes to be suspended from an 
overhanging pendant arm. Sloped-front enclosures are Type 304 
stainless steel.

See PROLINE Sloped-Front HMI System and Accessories in the HMI - 
Human-Machine Interface chapter for more information and drawings. 
Bulletin: P9S

Catalog Number
AxB 
mm/in. Description

Nominal Size 
mm/in.

Front Opening
E x G 
mm/in.

Rear Opening
F x H 
mm/in.

D 
mm/in.

Internal
Mounting
J 
mm/in.

Internal
Mounting
K 
mm/in.

Product
Weight
(lb.)

PST766SS 707 x 608 
27.85 x 23.94

Stainless Steel 700 x 600 x 600 641 x 536 
25.22 x 21.11

636 x 536 
25.02 x 21.11

481 
18.92

525 
20.67

525 
20.67

68.0
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Covers for Upper Front of PROLINE® Sloped 
Fronts 

Solid 16 gauge Type 304 stainless steel covers are secured to the 
front opening of a PROLINE sloped front with semi-flush cover screws 
along the top and bottom cover edges. Ground stud and mounting 
hardware are included. Seamless foam-in-place gasket assures a 
water-tight and dust-tight seal. 

See PROLINE Sloped-Front HMI System and Accessories in the HMI - 
Human-Machine Interface chapter for more information and drawings. 
Bulletin: P9S
 Catalog Number Description

Cover Size
H x W 
mm/in.

Product
Weight (lb.)

PCS58FSS Stainless Steel 506 x 792 
19.93 x 31.17

23.0

PCS76FSS Stainless Steel 707 x 592 
27.84 x 23.30

19.5

 

 

Doors for Upper Front of PROLINE® Sloped 
Fronts 

Solid 16 gauge Type 304 stainless steel doors are available with 
or without windows. Doors are hinged at lower edge and have 
quarter-turn latches. A stop arm assembly holds the door at 95 
degrees (horizontal) from its closed position. Standard latch and 
insert options are available. Ground stud and mounting hardware are 
included. Seamless polyurethane foam-in-place gasket assures water-
tight and dust-tight seal. 

Window doors feature a maximum size polycarbonate or glass 
window .25-in. thick with a smoke gray tint. Window is field-
replaceable.

See PROLINE Sloped-Front HMI System and Accessories in the HMI - 
Human-Machine Interface chapter for more information and drawings. 
Bulletin: P9S

 Solid Doors 

Catalog Number Description

Door Size
H x W 
mm/in.

Product
Weight (lb.)

PDS56FSS Stainless Steel 504 x 592 
19.86 x 23.30

21.5

PDS58FSS Stainless Steel 504 x 792 
19.86 x 31.17

24.0

PDS76FSS Stainless Steel 705 x 592 
27.77 x 23.30

20.5

 Window Doors 

Catalog Number Description

Door Size
H x W 
mm/in.

Window Size
M x N 
mm/in.

Product
Weight
(lb.)

PDW58FSS Stainless Steel 504 x 792 
19.86 x 31.17

362 x 635 
14.25 x 25.00

24.0
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Covers for Rear of PROLINE® Sloped Fronts 

Solid 16 gauge Type 304 stainless steel cover fits rear opening of 
PROLINE sloped fronts and is secured with semi-flush cover screws 
along right and left cover edges. Use PROLINE frame shelf or PROLINE 
grid straps to support the operator interface. Seamless foam-in-place 
gasket assures water-tight and dust-tight seal. Ground stud and 
mounting hardware are included. Optional tamper-resistant screws 
are available. 

See PROLINE Sloped Front HMI Enclosures in HMI - Human-Machine 
Interface chapter for more information. 
Bulletin: P9S
 

Catalog Number Description

Cover Size
H x W 
mm/in.

Product
Weight (lb.)

PCS76RSS Stainless Steel 596 x 706 
23.47 x 27.79

23.0

PCS5A6RSS Stainless Steel 679 x 597 
26.75 x 23.51

21.0

 

 

Doors for Rear of PROLINE® Sloped Fronts 

Solid 16 gauge Type 304 stainless steel rear doors are side-hinged. 
The hinges are hidden and provide 130-degree door swing. Optional 
PROLINE 180-degree hinge kit is available. Doors can be hinged from 
left or right. Door includes two-point latching with a flush slotted 
quarter-turn insert. Standard PROLINE handle and insert options are 

available for retrofit (see Accessories for Solid Rear Doors in ﻿
HMI - Human-Machine Interface chapter). Use PROLINE frame shelf or 
PROLINE grid straps to support the operator interface. Ground stud 
and mounting hardware are included. Seamless foam-in-place gasket 
assures a water-tight and dust-tight seal. 

See PROLINE Sloped Front HMI Enclosures in HMI - Human-Machine 
Interface chapter for more information. 
Bulletin: P9S

Catalog Number Description

Door Size
H x W 
mm/in.

Product
Weight
(lb.)

PDS76RSS Stainless Steel 706 x 592 
27.79 x 23.30

19.5
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PROLINE® Solid Rear Door Accessories 
Accessories listed here are designed for use with PROLINE Sloped 
Front rear doors.

See PROLINE Accessories in the Modular Enclosure Systems chapter. 
Bulletin: P20, UX1Y

 Flush Handle 
Catalog Number Description
PSHKBL One handle and two keys

 Data Pockets 
Catalog Number Description
ADP1 Small data pocket
ADP2 Large data pocket

 Key Inserts 
Catalog Number Description
PKOTM7 7-mm triangle
PKOTM8 8-mm triangle
PKOTM65 CNOMO
PKOSM7 7-mm square
PKOSM8 8-mm square
PKODBK3 Double-bit with 13-mm pin
PKOATT AT&T

 

Stainless Steel Pedestal 
Pedestal is 36-in. (914-mm) tall 
and provides optimal viewing and 
operating height. Tube is 14 gauge 
Type 304 one-piece construction. 
Legs are 7 gauge Type 304 for 
rigidity. Cable access plate and leg 
levelers are included. Leg levelers can 
be removed for anchoring pedestal 
to floor. Pedestal has smooth vertical 
brushed finish. 

Pedestal will accept pedestal 
accessories that are not stainless steel. 
These include swivel tilt, swivel and 
angle adapters. 
Bulletin: P1S

Catalog Number A in./mm Description 
AP36SS 36.00 

914 
Stainless steel pedestal 

 

 

Stainless Steel Extension 
Pedestal extension can be ordered 
separately to provide additional 6 
in. (152 mm) of height for standing 
position. Extension is 14 gauge Type 
304 stainless steel with a smooth 
brushed finish.

Extension will accept pedestal 
accessories that are not stainless steel. 
These include swivel tilt, swivel and 
angle adapters. 
Bulletin: P1S

Catalog Number Description 
APE6SS Stainless Steel 
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Stainless Steel PROLINE®-PC Package, Type 12 

Industry Standards

UL 508A Listed; Type 12; File No. E61997
cUL Listed per CSA C22.2 No 94; Type 12; File No. E61997

NEMA Type 12
CSA File No. 42186: Type 12
IEC 60529, IP55
VDE IP55

 

Application
This enclosure offers effective protection for computer systems in 
industrial environments. Three separate compartments within the 
enclosure can be used to protect computer monitors, keyboards, 
CPUs, printers and other peripheral equipment.

The 19-in. diagonal top window door, hinged on the left, offers 
viewing access for a variety of monitor sizes and has a small flush 
swing handle with keylock for system security.

The vented frame shelf in the top compartment is constructed of 16 
gauge steel and finished with RAL 7035 textured light-gray polyester 
powder paint.

The PROLINE®  keyboard compartment includes a locking feature, an 
angled palm rest, a cable access port for wiring and integral mouse 
pad holders for left-handed or right-handed persons.

The bottom compartment includes a solid door hinged on the left 
with a small flush swing handle with keylocking. This compartment 
can be used to install computer equipment, panel mounted 
equipment or rack mounted control systems.

The frame is enclosed with solid sides, a solid top and a 100-mm solid 
base.

A rear mounted solid door with a keylocking flush swing handle 
offers rear access to the computer equipment and wiring.

 For more information, see PROLINE Assembled Enclosures in the Modular 
Enclosure Systems chapter. 

Finish
 External components have a smooth #4 brushed finish.
External doors, sides, top and base are Type 304 stainless steel.
Keyboard compartment has RAL 9005 textured black polyester 
powder paint finish. 

Accessories
Caster Kit , page 1342
Thermoplastic Data Pocket, page 1289

Modification and Customization
 Hoffman excels at modifying and customizing products to your 
specifications. Contact your local  Hoffman sales office  or distributor 
for complete information. 
Bulletin: P20, P20PC, P20S

Standard Product  

Catalog Number
AxBxC 
mm/in.

M 
mm/in.

N 
mm/in.

P 
mm/in.

R 
mm/in.

Top Door Height 
mm/in.

Top Door Width 
mm/in.

Bottom Door Height 
mm/in.

Bottom Door Width 
mm/in.

PPC1666SS 1688 x 608 x 599 
66.46 x 23.94 x 23.58

343 
13.50

365 
14.40

585 
23.06

1363 
53.66

558 
21.98

536 
21.11

738 
29.09

536 
21.11

100-mm solid base is included in “A” dimension

Summary of Components Included in Assembled PROLINE-PC Packages  
Catalog Number AxBxC mm/in. Component Qty.
PFPC1666 1580 x 599 x 588 

62.20 x 23.58 x 23.15
Frame, steel 1

PT66SS  0.00 Solid top, stainless steel 1
PDS86SS  0.00 Solid door (bottom), stainless steel 1
PDWT86PCSS  0.00 Window door (top), stainless steel 1
PSS166SS  0.00 Solid side, stainless steel 2
PDS166SS  0.00 Solid door (rear), stainless steel 1
PB166SS  0.00 Solid base (100mm), stainless steel 1
PKBC6R  0.00 Black painted keyboard compartment 1

Additional Stainless Steel Components Available for PROLINE-PC Enclosures  
Catalog Number  mm/in. Component 
PCSA6SS  0.00 Access cover
PDWG86SS  0.00 Window door (bottom)
PCST86PCSS  0.00 Solid cover (top)
PCS86SS  0.00 Solid cover (bottom)
PDST86PCSS  0.00 Solid cover (bottom)
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Stainless Steel PROLINE®-SY Package, Type 12 

Industry Standards

UL 508A Listed; Type 12; File No. E61997
cUL Listed per CSA C22.2 No 94; Type 12; File No. E61997 

NEMA Type 12
CSA File No. 42186: Type 12
IEC 60529, IP55
VDE IP55
 

Application
This enclosure is designed to protect many industrial operator 
interface systems. Two separate compartments within the enclosure 
can be used to protect panel- or rack-mounted control systems, 
operator interface packages and a variety of other electronic control 
components. 
•• �The top compartment is open and can accommodate a variety of 

front cover and door options
•• �Internal grid straps are factory-installed in top compartment to 

provide support for operator interfaces
•• �The bottom door is hinged on the left and has an attractive 

keylocking flush swing handle
•• �The solid rear door permits rear access to equipment and wiring 

and includes a keylocking pushbutton handle
•• �Standard external components include solid sides, solid top and a 

100-mm solid base
Order cover, door or window door for top front to complete the 
enclosure. Solid covers with pre-fabricated operator interface cutouts 
are available; consult Hoffman for ordering information.

For more information, see PROLINE Assembled Enclosures in the Modular 
Enclosure Systems chapter. 

Finish
Stainless steel enclosures are unpainted. External components have a 
smooth #4 brushed finish.
External doors, sides, top and base are Type 304 stainless steel. 

Accessories
Caster Kit , page 1342
Thermoplastic Data Pocket, page 1289

Modification and Customization
Hoffman excels at modifying and customizing products to your 
specifications. Contact your local  Hoffman sales office  or distributor 
for complete information. 
Bulletin: P20, P20S, P20SY

Standard Product  
Catalog Number AxBxC mm AxBxC in.
PSY1666SS 1600 x 600 x 600 63.00 x 23.60 x 23.60
Top and bottom door opening size: 29.09 x 21.11 in. (739 x 536 mm) on 600-mm wide; 29.09 x 28.98 in. (739 x 736 mm) on 800-mm wide.

Summary of Components Included in Assembled PROLINE-SY Package  
Catalog Number Component Qty.
PFSY1666 Frame 1
PT66SS Solid top, stainless steel 1
PDS166SS Solid door (rear), stainless steel 1
PDS86SS Solid door (bottom), stainless steel 1
PB066SS Solid base (100 mm), stainless steel 1
PSS166SS Solid side, stainless steel 2
PFHKBL Flush pushbutton handle (keylock) 1
PSHKBL Small flush swing handle 1
PGH3S7 Grid system strap 1
PGH3S6 Grid system strap 1

Additional Stainless Steel Components Available for PROLINE-SY Enclosure  
Catalog Number Component 
PDWG86SS Window doors (top/bottom)
PCS86SS Solid covers
PCSK4 Solid covers with OI cutouts
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