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Standard Product  Master Modular Type 12 Enclosures for Flange-Mount Disconnects, One-Door (left side open) 

Catalog Number
AxBxC 
in./mm With or Without Panel Panel Conductive Panel

Panel Size D x E 
in./mm

AMOD72X4018FTC 72.12 x 40.25 x 18.12 
1832 x 1020 x 460

With A72PM40 A72PM40G 60.00 x 33.75 
1524 x 857

AMOD72X4018FTCLP 72.12 x 40.25 x 18.12 
1832 x 1020 x 460

Without — — — 
—

AMOD84X4018FTC 84.12 x 40.25 x 18.12 
2137 x 1020 x 460

With A84PM40 A84PM40G 72.00 x 33.75 
1829 x 857

AMOD84X4018FTCLP 84.12 x 40.25 x 18.12 
2137 x 1020 x 460

Without — — — 
—

AMOD84X4024FTC 84.12 x 40.25 x 24.12 
2137 x 1020 x 613

With A84PM40 A84PM40G 72.00 x 33.75 
1829 x 857

AMOD84X4024FTCLP 84.12 x 40.25 x 24.12 
2137 x 1020 x 613

Without — — — 
—

All 24.12-in. (613-mm) and deeper enclosures using short connecting rods in the following models require a Hoffman platform assembly, catalog number ADSCPA, purchased separately. • ABB Controls flange-operated devices 
• Cutler-Hammer C361 devices • Cutler-Hammer C371 mechanisms which use C371E, F, G, K operating mechanism • General Electric Type TDA devices (see next paragraph for option) • Square D Class 9422 devices (see next 
paragraph for option) 
The platform assembly can be omitted if long connecting rods are ordered in place of short connecting rods. • For Cutler-Hammer operating mechanisms C371E and C371F order catalog number C371CS1 connecting rod. For 
C371G and C371K order catalog number C371CS2. • For General Electric devices, order catalog number TDSR extended length drive rod • For Square D devices, order catalog number 9422-R2 extra long operating rod(s). Some 
devices require two rods. Consult factory for space occupied on panel when platform is used.
Enclosures with panel include a painted panel. Order conductive panels separately.

This document provided by Barr-Thorp Electric Co., Inc.   800-473-9123    www.barr-thorp.com



396

Disconnect: Free-Stand Universal-Cutout Disconnect Enclosures 

Type 12 Modular Free-Stand Disconnect Enclosures and Accessories 

					 








5

Subject to change without notice	 PH 763 422 2211 • FX 763 422 2600 • hoffmanonline.com	  © 2010 Pentair Technical Products

Standard Product  Master Modular Type 12 Enclosures for Flange-Mount Disconnects, Two-Door (left side open) 

Catalog Number
AxBxC 
in./mm With or Without Panel Panel Conductive Panel

Panel Size D x E 
in./mm

AMOD72X7818FTC 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

With A72PM78 A72PM78G 60.00 x 72.00 
1524 x 1829

AMOD72X7818FTCLP 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

Without — — — 
—

AMOD84X7818FTC 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

With A84PM78 A84PM78G 72.00 x 72.00 
1829 x 1829

AMOD84X7818FTCLP 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

Without — — — 
—

AMOD84X7824FTC 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

With A84PM78 A84PM78G 72.00 x 72.00 
1829 x 1829

AMOD84X7824FTCLP 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

Without — — — 
—

Enclosures with panel include a painted panel. Order conductive panels separately.
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Standard Product  Slave Modular Type 12 Enclosures for Flange-Mount Disconnects, One-Door (both sides open) 

Catalog Number
AxBxC 
in./mm With or Without Panel Panel Conductive Panel

Panel Size D x E 
in./mm

AMOD723918FTC 72.12 x 39.75 x 18.12 
1832 x 1010 x 460

With A72PM40 A72PM40G 60.00 x 33.75 
1524 x 857

AMOD723918FTCLP 72.12 x 39.75 x 18.12 
1832 x 1010 x 460

Without — — — 
—

AMOD843918FTC 84.12 x 39.75 x 18.12 
2137 x 1010 x 460

With A84PM40 A84PM40G 72.00 x 33.75 
1829 x 857

AMOD843918FTCLP 84.12 x 39.75 x 18.12 
2137 x 1010 x 460

Without — — — 
—

AMOD843924FTC 84.12 x 39.75 x 24.12 
2137 x 1010 x 613

With A84PM40 A84PM40G 72.00 x 33.75 
1829 x 857

AMOD843924FTCLP 84.12 x 39.75 x 24.12 
2137 x 1010 x 613

Without — — — 
—

Enclosures with panel include a painted panel. Order conductive panels separately.
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Standard Product  Slave Modular Type 12 Enclosures for Flange-Mount Disconnects, Two-Door (both sides open) 

Catalog Number
AxBxC 
in./mm With or Without Panel Panel Conductive Panel

Panel Size D x E 
in./mm

AMOD727718FTC 72.12 x 78.00 x 18.12 
1832 x 1981 x 460

With A72PM78 A72PM78G 60.00 x 72.00 
1524 x 1829

AMOD727718FTCLP 72.12 x 78.06 x 18.12 
1832 x 1981 x 460

Without — — — 
—

AMOD847718FTC 84.12 x 78.00 x 18.12 
2137 x 1981 x 460

With A84PM78 A84PM78G 72.00 x 72.00 
1829 x 1829

AMOD847718FTCLP 84.12 x 78.00 x 18.12 
2137 x 1981 x 460

Without — — — 
—

AMOD847724FTC 84.12 x 78.00 x 24.12 
2137 x 1981 x 613

With A84PM78 A84PM78G 72.00 x 72.00 
1829 x 1829

AMOD847724FTCLP 84.12 x 78.00 x 24.12 
2137 x 1981 x 613

Without — — — 
—

Enclosures with panel include a painted panel. Order conductive panels separately.
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Disconnect Mounting Space
Disconnects are located by dimension E1. Wiring space W1 is 
available when disconnect is installed in the enclosure. See Technical 
Information section for E1 Spacing by Enclosure Height for various 
disconnect switch manufacturers. 

W1 = Wiring Space. 
See Technical Information section for wire bend space. 

Refer to NATIONAL ELECTRICAL CODE®, 2005 article 430-10(b) for 
wiring space required for line side conductors to be connected to 
disconnect. Verify your application to determine whether wiring 
space is adequate. 

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected. 
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End Plates
Used to seal open end(s) of an assembly of modular enclosures. 
The 2.50-in. deep End Plates allow extra wiring space. Gasket and 
mounting bolts are included.  
Bulletin: A34Y

Catalog Number AxC in./mm
AMOD72EPT 72.12 x 18.12 

1832 x 460
AMOD84EPT 84.12 x 18.12 

2137 x 460
AMOD8424EPT 84.12 x 24.12 

2137 x 613
 

 

 

Flat End Plates
 Used to seal open end(s) of an assembly of modular enclosures. 
The Flat End Plate provides a low profile cover for the open end of 
a modular enclosure. Studs welded to the end plate eliminate bolt 
holes. Gasket and mounting hardware are furnished. 
Bulletin: A34Y

Catalog Number AxC in./mm
AMOD7218FEP 72.12 x 18.12 

1832 x 460
AMOD8418FEP 84.12 x 18.12 

2137 x 460
AMOD8424FEP 84.12 x 24.12 

2137 x 613
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Barriers
Used to provide a barrier between individual enclosures in an 
assembly of modular enclosures. The flat plate is gasketed on both 
sides and inserted between two modular enclosures. Bolts and 
instructions are included. 
Bulletin: A34Y

Catalog Number AxC in./mm
AMOD7218BAP 72.12 x 18.12 

1832 x 460
AMOD8418BAP 84.12 x 18.12 

2137 x 460
AMOD8424BAP 84.12 x 24.12 

2137 x 613
 

 

 

Gasket Kit
Used to maintain enclosure rating when modular enclosures are 
joined together; includes a one-piece gasket, bolts and instructions. 
Bulletin: A34Y

Catalog Number AxC in./mm
AMOD7218FGK 72.12 x 18.12 

1832 x 460
AMOD8418FGK 84.12 x 18.12 

2137 x 460
AMOD8424FGK 84.12 x 24.12 

2137 x 613
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SEQUESTR® Preferred-Cutout Disconnect Enclosures 
SEQUESTR® External Disconnect Preferred-Cutout Overview 

SEQUESTR® Preferred-Cutout Overview

Application
The SEQUESTR®  enclosures have the standard preferred cutout on 
the left-hand flange. They accept left-hand 1494V Allen-Bradley 
variable-depth devices and left-hand Class 9422 Square D variable-
depth devices.

SEQUESTR cutouts are designed to house the following:

Allen-Bradley Bulletin 1494V DSX left-hand disconnect switches 
with flange-mount variable depth operating mechanisms and 
Bulletin 1494V flange-mount variable-depth operating mechanisms 
for circuit breakers.
These enclosures will NOT accept Allen-Bradley Bulletin 1494F disconnect 
devices or Bulletin 1494D circuit breaker operators. 

Schneider Square D Class 9422 disconnect switches with flange-
mount left-hand variable-depth operating mechanisms and Class 
9422 flange-mount left-hand variable-depth operating mechanisms 
for circuit breakers.
These enclosures will NOT accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TGI or TG2 devices. 

Ordering
Disconnect switch (or circuit breakers), operating handle and 
operating mechanism are not furnished with enclosure. Consult 
the Hoffman Specifier’s Guide Technical Information chapter for 
wire bend information and hoffmanonline.com for disconnect 
manufacturer information. Consult drawings to match the disconnect 
device you are using with the correct enclosure size.

 A complete assembly consists of: 
1.	 An Enclosure
2.	 Door interlock brackets
3.	 Door latching system (2-point on SEQUESTR Enclosure, 

3-point on main control cabinet doors)
4.	 Instructions to locate and install disconnect
5.	 Grounding hardware kit
6.	 Conductive panel in SEQUESTR External Disconnect 

Enclosure 
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SEQUESTR® External Disconnect Enclosures 

 

SEQUESTR® External Disconnect Enclosure, 
Type 12

Industry Standards

UL 508A Listed; Type 12; File No. E61997
cUL Listed per CSA C22.2 No. 94; Type 12; File No. E61997

NEMA/EEMAC Type 12
CSA File No. 42186: Type 12
IEC 60529, IP55 

Application
Retrofit disconnect enclosures to isolate incoming power and help 
mitigate arc flash occurrences by moving the disconnect switch to 
the SEQUESTR®  Enclosure. Power is passed-through to the main 
enclosure. 

Features
•• �Interlocks with doors of main control cabinet when the disconnect 

switch is powered ON
•• �Maintains UL Type 12 rating
•• �Provision for pass-through power into the main cabinet—blank 

plate for customer modification
•• �Preferred disconnect cutout
•• �Quarter-turn screwdriver slot latch
•• �Hidden hinges
•• �Bonding provision on door
•• �Conductive back panel included
•• �Installation hardware and templates included 

Specifications
•• �16 gauge steel
•• �Continuously welded and ground seams all around
•• �Hinged on right side 

Finish
•• �ANSI 61 gray exterior and interior
•• �Included back panel has conductive finish 

Accessories
Industrial Corrosion Inhibitors, page 1316
Touch-Up Paint, page 1317
Bulletin: A70D

 

Standard Product  External Disconnect Enclosure including 
back panel 

Catalog Number A (in.) A (mm) B (in.) B (mm) C (in.) C (mm)
AXD18 34.45 875 14.00 356 18.12 460
AXD20 34.45 875 14.00 356 20.12 511
AXD24 34.45 875 14.00 356 24.12 613

 Optional Terminal Plates 
Catalog Number For
ATBP3060 30 and 60 amp switches
ATBP100 100 amp switches
ATBP200 200 amp switches
IP20 rated

 Optional Replacement Conductive Panel 
Catalog Number Panel Size (in.) Panel Size (mm) Description
A31P12G 31.00 x 12.16 787 x 309 16 gauge
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SEQUESTR® External Disconnect Enclosure Package, Type 12

Industry Standards

UL 508A Listed; Type 12; File No. E61997
cUL Listed per CSA C22.2 No. 94; Type 12; File No. E61997

NEMA/EEMAC Type 12
CSA File No. 42186: Type 12
IEC 60529, IP55 

Application
The SEQUESTR®  External Disconnect Enclosure Package helps 
mitigate arc flash occurrences when working on interior components 
by isolating incoming power from the main enclosure. Shipped as 
one unit for new installations, the disconnect switch and fuse block/
circuit breaker are mounted in the external enclosure, with terminal 
connections to bring power to the main enclosure.

 

Features
•• �Interlocks doors of main control cabinet when disconnect switch is 

powered ON
•• �Mechanical interlock on main control enclosure activated by 

master door prevents slave door from being opened first
•• �Provision for pass-through power into the main enclosure
•• �Preferred disconnect cutout
•• �Quarter-turn, screwdriver slot latch on SEQUESTR™ Enclosure
•• �Rugged POWERGLIDE ®  Handle with three-point latch on main 

control enclosure
•• �Grounding studs on body
•• �Bonding provision on door
•• �Conductive back panel included in SEQUESTR External Disconnect 

Enclosure
•• �Optional back panel for main control cabinet for maximum 

ordering flexibility 
•• �SEQUESTR External Disconnect Enclosure is shipped unattached 

for easy disconnect installation 

Specifications
•• �A28X base enclosure
•• �A70D external disconnect enclosure
•• �External disconnect enclosure 16 gauge steel; main control cabinet 

10 gauge steel
•• �Continuously welded and ground seams all around
•• �Body flange trough excludes liquids and contaminants
•• �Heavy duty lifting eyes anchored into reinforced top
•• �Removable centerposts for easy back panel installation
•• �No disconnect cutout on main control cabinet 

Finish
•• �SEQUESTR External Disconnect Enclosure ANSI 61 gray exterior and 

interior
•• �A28X main control cabinet ANSI 61 gray exterior and white interior
•• �SEQUESTR External Disconnect Enclosure back panel has 

conductive finish 

Accessories
Industrial Corrosion Inhibitors, page 1316
Floor Stand Kit, page 1341
Fluorescent Light Package, page 1005
Bulletin: A28X1, A28X2 , A28XM
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Standard Product  One-Door Enclosure 

Catalog Number
AxBxC 
in./mm

B2 
in./mm

D 
in./mm Panel

Panel Size 
in./mm

A72XD2818FTCLP 72.12 x 28.25 x 18.12 
1832 x 718 x 460

42.25 
1073

0 
0

A72PM28 60.00 x 21.75 
1524 x 552

A72XD3418FTCLP 72.12 x 34.25 x 18.12 
1832 x 870 x 460

48.25 
1226

0 
0

A72PM34 60.00 x 27.75 
1524 x 705

A72XD4018FTCLP 72.12 x 40.25 x 18.12 
1832 x 1022 x 460

54.25 
1378

0 
0

A72PM40 60.00 x 33.75 
1524 x 857

A84XD4018FTCLP 84.12 x 40.25 x 18.12 
2137 x 1022 x 460

54.25 
1378

6.00 
152

A84PM40 72.00 x 33.75 
1829 x 857

A90XD4018FTCLP 90.12 x 40.25 x 18.12 
2289 x 1022 x 460

54.25 
1378

9.00 
229

A90PM40 78.00 x 33.75 
1981 x 857

A90XD4020FTCLP 90.12 x 40.25 x 20.12 
2289 x 1022 x 511

54.25 
1378

9.00 
229

A90PM40 78.00 x 33.75 
1981 x 857

A84XD4024FTCLP 84.12 x 40.25 x 24.12 
2137 x 1022 x 613

54.25 
1378

6.00 
152

A84PM40 72.00 x 33.75 
1829 x 857

A90XD4024FTCLP 90.12 x 40.25 x 24.12 
2289 x 1022 x 613

54.25 
1378

9.00 
229

A90PM40 78.00 x 33.75 
1981 x 857

B dimension is large enclosure without External Disconnect Enclosure.
B2 dimension is overall size including External Disconnect Enclosure.
Purchase panels separately.
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Standard Product  Two-Door Enclosures 

Catalog Number
AxBxC 
in./mm

B2 
in./mm

D 
in./mm

Stiffener
Locations 
in./mm Panel

Panel Size 
in./mm

A72XD5418FTCLP 72.12 x 54.50 x 18.12 
1832 x 1384 x 460

68.50 
1740

0 
0

None 
None

A72PM54 60.00 x 48.00 
1524 x 1219

A72XD6618FTCLP 72.12 x 66.50 x 18.12 
1832 x 1689 x 460

80.50 
2045

0 
0

21.00 
533

A72PM66 60.00 x 60.00 
1524 x 1524

A72XD7818FTCLP 72.12 x 78.50 x 18.12 
1832 x 1994 x 460

92.50 
2350

0 
0

24.00 
610

A72PM78 60.00 x 72.00 
1524 x 1829

A84XD7818FTCLP 84.12 x 78.50 x 18.12 
2137 x 1994 x 460

92.50 
2350

6.00 
152

24.00 
910

A84PM78 72.00 x 72.00 
1829 x 1829

A90XD7818FTCLP 90.12 x 78.50 x 18.12 
2289 x 1994 x 460

92.50 
2350

9.00 
229

24.00 
610

A90PM78 78.00 x 72.00 
1981 x 1829

A90XD7820FTCLP 90.12 x 78.50 x 20.12 
2289 x 1994 x 511

92.50 
2350

9.00 
229

24.00 
610

A90PM78 78.00 x 72.00 
1981 x 1829

A72XD7824FTCLP 72.12 x 78.50 x 24.12 
1832 x 1994 x 613

92.50 
2350

0 
0

24.00 
610

A72PM78 60.00 x 72.00 
1524 x 1829

A84XD7824FTCLP 84.12 x 78.50 x 24.12 
2137 x 1994 x 613

92.50 
2350

6.00 
152

24.00 
610

A84PM78 72.00 x 72.00 
1829 x 1829

A90XD7824FTCLP 90.12 x 78.50 x 24.12 
2289 x 1994 x 613

92.50 
2350

9.00 
229

24.00 
610

A90PM78 78.00 x 72.00 
1981 x 1829

B dimension is large enclosure without External Disconnect Enclosure.
B2 dimension is overall size including External Disconnect Enclosure.
Purchase panels separately.
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Standard Product  Three-Door Enclosures 

Catalog Number
AxBxC 
in./mm

B2 
in./mm

D 
in./mm Large Panel

Number of
Large Panels

Size of
Large Panels 
in./mm Small Panel

Number of
Small Panels

Size of
Small Panels 
in./mm

A72XD3EQ18FTCLP 72.12 x 100.75 x 18.12 
1832 x 2559 x 460

114.75 
2915

0 
0

A72PM66 1 60.00 x 60.00 
1524 x 1524

A72PM34 1 60.00 x 27.75 
1524 x 705

A72XD3EW18FTCLP 72.12 x 118.75 x 18.12 
1832 x 3016 x 460

132.75 
3372

0 
0

A72PM78 1 60.00 x 72.00 
1524 x 1829

A72PM40 1 60.00 x 33.75 
1524 x 857

A84XD3EW18FTCLP 84.12 x 118.75 x 18.12 
2137 x 3016 x 460

132.75 
3372

6.00 
152

A84PM78 1 72.00 x 72.00 
1829 x 1829

A84PM40 1 72.00 x 33.75 
1829 x 857

A84XD3EW24FTCLP 84.12 x 118.75 x 24.12 
2137 x 3016 x 613

132.75 
3372

6.00 
152

A84PM78 1 72.00 x 72.00 
1829 x 1829

A84PM40 1 72.00 x 33.75 
1829 x 857

A90XD3EW24FTCLP 90.12 x 118.75 x 24.12 
2289 x 3016 x 613

132.75 
3372

9.00 
229

A90PM78 1 78.00 x 72.00 
1981 x 1829

A90PM40 1 78.00 x 33.75 
1981 x 857

B dimension is large enclosure without External Disconnect Enclosure.
B2 dimension is overall size including External Disconnect Enclosure.
Purchase panels separately.
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Standard Product  Four-Door Enclosures 

Catalog Number
AxBxC 
in./mm

B2 
in./mm

D 
in./mm Large Panel

Number of
Panels

Size of
Panels 
in./mm

A84XD4EW18FTCLP 84.12 x 158.00 x 18.12 
2137 x 4013 x 460

172.00 
4369

6.00 
152

A84PM78 2 72.00 x 72.00 
1829 x 1829

A90XD4EW18FTCLP 90.12 x 158.00 x 18.12 
2289 x 4013 x 460

172.00 
4369

9.00 
229

A90PM78 2 78.00 x 72.00 
1981 x 1829

A84XD4EW24FTCLP 84.12 x 158.00 x 24.12 
2137 x 4013 x 613

172.00 
4369

6.00 
152

A84PM78 2 72.00 x 72.00 
1829 x 1829

A90XD4EW24FTCLP 90.12 x 158.00 x 24.12 
2289 x 4013 x 613

172.00 
4369

9.00 
229

A90PM78 2 78.00 x 72.00 
1981 x 1829

B dimension is large enclosure without External Disconnect Enclosure.
B2 dimension is overall size including External Disconnect Enclosure.
Purchase panels separately.
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Standard Product  Five-Door Enclosures 

Catalog Number
AxBxC 
in./mm

B2 
in./mm

D 
in./mm Large Panel

Number of
Large Panels

Size of
Large Panels 
in./mm Small Panel

Number of
Small Panels

Size of
Small Panels 
in./mm

A84XD5EW18FTCLP 84.12 x 197.75 x 18.12 
2137 x 5023 x 460

211.00 
5359

6.00 
152

A84PM78 1 72.00 x 72.00 
1829 x 1829

A84PM40 1 72.00 x 33.75 
1829 x 857

A90XD5EW18FTCLP 90.12 x 197.75 x 18.12 
2289 x 5023 x 460

211.00 
5359

9.00 
229

A90PM78 1 78.00 x 72.00 
1981 x 1829

A90PM40 1 78.00 x 33.75 
1981 x 857

A84XD5EW24FTCLP 84.12 x 197.75 x 24.12 
2137 x 5023 x 613

211.00 
5359

6.00 
152

A84PM78 1 72.00 x 72.00 
1829 x 1829

A84PM40 1 72.00 x 33.75 
1829 x 857

A90XD5EW24FTCLP 90.12 x 197.75 x 24.12 
2289 x 5023 x 613

211.00 
5359

9.00 
229

A90PM78 1 78.00 x 72.00 
1981 x 1829

A90PM40 1 78.00 x 33.75 
1981 x 857

B dimension is large enclosure without External Disconnect Enclosure.
B2 dimension is overall size including External Disconnect Enclosure.
Purchase panels separately.

This document provided by Barr-Thorp Electric Co., Inc.   800-473-9123    www.barr-thorp.com



410

Disconnect: SEQUESTR® Preferred-Cutout Disconnect Enclosures 

SEQUESTR® External Disconnect Enclosures 

					 








5

Subject to change without notice	 PH 763 422 2211 • FX 763 422 2600 • hoffmanonline.com	  © 2010 Pentair Technical Products

Standard Product  Six-Door Enclosure 

Catalog Number
AxBxC 
in./mm

B2 
in./mm

D 
in./mm Large Panel

Number of
Large Panels

Size of
Panels 
in./mm

A84XD6EW24FTCLP 84.12 x 236.00 x 24.12 
2137 x 5994 x 613

250.00 
6350

6.00 
152

A84PM78 3 72.00 x 72.00 
1829 x 1829

A90XD6EW24FTCLP 90.12 x 197.75 x 24.12 
2289 x 5023 x 613

250.00 
6350

9.00 
229

A90PM78 3 78.00 x 72.00 
1981 x 1829

B dimension is large enclosure without External Disconnect Enclosure.
B2 dimension is overall size including External Disconnect Enclosure.
Purchase panels separately.
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 Optional Terminal Plates 
Catalog Number For
ATBP3060 30 and 60 amp switches
ATBP100 100 amp switches
ATBP200 200 amp switches
Terminal Plates are IP20 rated.

 

 

Disconnect Mounting Space
Disconnects are located by dimension E1. Wiring space W1 is 
available when disconnect is installed in the enclosure. 
See the Hoffman Specifier’s Guide Technical Information chapter 
for E1 Spacing by Enclosure Height for various disconnect switch 
manufacturers. 

Refer to National Electrical Code 2005 article 430.10(B) for 
wiring space required for line side conductors to be connected to 
disconnect. Verify your application to determine if wiring space 
is adequate. 

Consult Space Occupied by Disconnect drawing to determine whether 
the disconnect device you are using will fit the enclosure size you have 
selected. 
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Disconnect Enclosure Accessories 
Accessories for Free-Stand or Floor-Mount Disconnect Enclosures 

 

Operator Adapters for Universal Cutouts Used on all Hoffman disconnect enclosures with a universal flange 
cutout. 
An operator adapter is required to install a disconnect in Bulletin 
A21, A28 and A34 Hoffman enclosures that have a universal 
cutout. Operator adapters include an adapter plate and additional 
components needed to interlock the master door with the 
disconnect operating mechanism. Panel drilling and installation 
instructions are furnished with each operator adapter. 
Each brand and type of disconnect requires a different operator 
adapter. Be sure to select the correct operator adapter and enclosure 
for the disconnect device selected. 
Bulletin: A80

Catalog Number Brand and Type of Operator
A21ABA Allen-Bradley 1494F and 1494D fixed-depth mechanisms
A21ABVA Allen-Bradley 1494V variable-depth mechanisms;

Allen-Bradley 140U, 1494C, and 194RC cable-operated mechanisms
A21CHVA ABB Controls variable-depth;

S1, S2, T5 cable size; Cutler-Hammer C361, C371, and C371 Flex Shaft
A21WHA Eaton Cutler-Hammer/Westinghouse SM mechanisms
A21WHAMTA Eaton Cutler-Hammer/Westinghouse AMT and flex-cable mechanisms
A21GETDA General Electric STDA and flex-cable mechanisms
A21ITE Siemens I-T-E Max-Flex™; ABB Controls Cable S3-S5, S6, S7
A21SDA Square D ®  Class 9422 variable-depth and flex-cable mechanisms

 

 

Operator Adapters for Preferred Cutouts An operator adapter is required to install a disconnect in Bulletin 
A21S4, A28S4 and WS2D Hoffman enclosures that have a preferred 
cutout. Operator adapters include components needed to interlock 
the master door with the disconnect operating mechanism. Panel 
drilling and installation instructions are furnished with each operator 
adapter. 
Each brand and type of disconnect requires a different operator 
adapter. Be sure to select the proper operator adapter and enclosure 
for the disconnect that you have selected. 
Bulletin: A28Y

Catalog Number Brand and Type of Operator
APCABVA Allen-Bradley 1494V variable-depth
APCCHVA Eaton Cutler-Hammer C361, C371 and C371 Flex Shaft™
APCGETDA General Electric STDA
APCITE Siemens I-T-E Max-Flex™
APCSDA Schneider Square D ®  Class 9422 variable-depth and cable mechanisms

 

Blank Adapter Plates, Mild Steel Used to cover flange cutouts in disconnect enclosures when 
disconnects are not installed. This greatly increases the versatility of 
disconnect enclosures enabling them to also be used as regular Type 
12 enclosures.
Hoffman adapter plates are made from heavy gauge steel and have 
an oil-resistant gasket to maintain a dust-tight and oil-tight seal. 
Mounting hardware and instructions are included.
Door hardware is not furnished with blank adapter plate. Door 
hardware must be ordered separately from the disconnect 
manufacturer when using catalog numbers A22BAP on Bulletin A22 
Enclosures and A3456BAP on Bulletin A25 Enclosures. 
Bulletin: A80

Catalog Number For Mild Steel Enclosure Bulletin Number
A21BAP A21, A28, A34 (Universal Cutouts)
A22BAP A22 only
A3456BAP A19, CW1, A25, A26 (Preferred Cutouts)
A22BAP will fit all Bulletin A22 enclosures except A48AB3812A2LP and A60AB3812A2LP.
A3456BAP will fit all Bulletin A25 enclosures except A60SA3812A24LP.
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Blank Adapter Plates, Stainless Steel Used to cover flange cutouts in disconnect enclosures when 
disconnects are not installed. 
Hoffman adapter plates are made from heavy gauge Type 304 
stainless steel and have an oil-resistant gasket to maintain the dust-
tight and oil-tight qualities of the enclosure. The plates have a #4 
brushed finish. All necessary mounting hardware and instructions are 
included. 
Bulletin: A80

Catalog Number For Enclosure Bulletin Number
A2128BAPSS A19S, CWS, A21S4, A28S4 and WS2D with preferred cutouts

 

 

Enclosure Stabilizers Helps prevent injury to workers by stabilizing floor-mount enclosures 
which are not bolted down. To install, slip the stabilizer under the 
floor stand and tighten two thumb screws. Made from .19-in. (5-mm) 
steel plate. Bright orange finish. 
Bulletin: A80

Catalog Number Description
AENST Two stabilizers

 

 

Platform Assembly

Application
The Platform Assembly is a 6.00-in. (152-mm) high spacer that 
is required with all 24.12-in. (613-mm) and deeper disconnect 
enclosures when short connecting rods are used with the following 
disconnect models.
•• �ABB Controls flange-operated devices
•• �Cutler-Hammer C361 devices
•• �Cutler-Hammer C371 mechanisms which use C371E, F, G, K 

operating mechanism (see next paragraph for option)
•• �General Electric Type TDA devices
•• �Square D®  Class 9422 devices 

Consult factory for space occupied on panel when platform is used. 

Ordering
The platform assembly can be omitted if long connecting rods are 
ordered in place of short connecting rods.
•• �For Cutler-Hammer Operating mechanisms C37IE and C37IF, order 

catalog number C37ICSI connecting rod. For C37IG and C37IK, 
order catalog number C37ICS2 connecting rod.

•• �For General Electric devices, order catalog number TDSR extended 
length drive rod.

•• �For Square D devices, order catalog number 9422-R2 extra long 
operating rod(s). Some devices require two rods.

 
Bulletin: A28Y

Catalog Number Description
ADSCPA Set of 4 rods and mounting hardware
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