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Covers for Upper and Lower Front 
Solid steel construction. Steel cover is finished in RAL 7035 textured 
light-gray polyester powder paint (except stainless steel). Seamless 
foam-in-place gasket assures watertight and dusttight seal. Semi-
flush cover screws attach cover to frame. A ground stud is provided.  
Covers with openings precut for various manufacturers’ HMI devices are 
available in 600-mm sizes. See Covers with HMI Cutouts. 
Bulletin: P20, P20S

Catalog Number Material Gauge W (mm) W (in.)
Fits SY
Frame

PCS86 Steel 16 592 23.31 600 wide
PCS86SS Stainless Steel 16 592 23.31 600 wide
PCS88 Steel 14 792 31.18 800 wide
Covers with openings precut for various manufacturers’ HMI devices are available in 600-mm sizes. See 
Covers with OI Cutouts.

 

 

 

Doors for Upper and Lower Front 
Solid steel door with foam-in-place gasket. Steel doors are finished 
in RAL 7035 textured light-gray polyester powder paint (except 
stainless steel). Hidden hinges provide 140-degree swing from either 
left or right side (180-degree hinge is available). Doors have a Small 
Flush Bezel with tool-to-open insert. Other inserts and a Flush Swing 
Handle also are available. These doors accommodate the same 
accessories listed for PDS76R in the Solid Doors table in the PROLINE®   
External Components section. 
Bulletin: P20PC, P20S

Catalog Number Material Gauge W (mm) W (in.)
Fits SY
Frame

PDS86 Steel 16 591 23.27 600 wide
PDS86SS Stainless Steel 16 591 23.27 600 wide
PDS88 Steel 14 791 31.14 800 wide

 

 

 

Doors with Windows for Upper and Lower 
Front 
Window Doors are aluminum finished with RAL 7035 textured light-
gray polyester powder paint (except stainless steel). Foam-in-place 
gaskets are provided for door and window seals. Window is .25-in.-
thick and available in clear safety glass or gray-tint polycarbonate. 
Doors are hinged on the left. Hidden hinges have retained hinge 
pins. Window door has a 2-point latch system and a Small Flush Bezel 
with tool-to-open insert. Other inserts and a Flush Swing Handle also 
are available.  
Bulletin: P20, P20S
 

Catalog Number Material Window W (mm) W (in.) Window Size M x N (mm) Window Size M x N (in.) Fits SY Frame
PDWG86 Aluminum Glass 593 23.35 645 x 446 25.39 x 17.56 600 wide
PDWG86SS Stainless Steel Glass 593 23.35 645 x 446 25.39 x 17.56 600 wide
PDW86 Aluminum Polycarbonate 793 31.22 646 x 645 25.43 x 25.39 800 wide
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Covers with HMI Cutouts 
Covers are 600-mm wide and are 14 gauge steel finished in RAL 7035 textured light-gray polyester powder paint. Prepunched cutout for 
specific HMI devices. Seamless foam-in-place gasket. Semi-flush cover screws. A ground stud is provided.
Hoffman can provide pre-configured covers with cutouts to meet your specific requirements. Contact your local Hoffman Sales Representative for 
more information. 
Bulletin: P20SY

Catalog Number Manufacturer One Manufacturer Two

Pre-Cut for
Manufacturer
One’s Model

Pre-Cut for
Manufacturer
Two’s Model

Approx. HMI
Weight for
Manufacturer
One (lb.)

Approx. HMI
Weight for
Manufacturer
Two (lb.)

PCSK19 Allen-Bradley T60 71
PCSK4 Allen-Bradley Xycom T70 (1784-T35; 1784-T30A, C) 2050/60; 9450; 9475; 9485; 9486; 9403 27
PCSK5 Allen-Bradley PanelView 1200e / 1200 TouchSceen 33
PCSK6 Allen-Bradley PanelView 1200e / 1200 / 1400e Keypad 46
PCSK26 Allen-Bradley PanelView 1400e TouchScreen 45
PCSK30 Cutler-Hammer IDT Modicon PanelMate 4200 (monitor & keyboard PanelMate Plus 4200 (monitor & keyboard) 55 55
PCSK27 Cutler-Hammer IDT Modicon PanelMate 4000 TouchPanel PanelMate Plus 4000 55 55
PCSK25 Cutler-Hammer IDT Modicon PanelMate 4000 TouchScreen PanelMate Plus 4000 TouchScreen 52 52
PCSK22 Cutler-Hammer IDT Modicon PanelMate Compact PanelMate Compact 22
PCSK11 Nematron IWS-10x3, -15x3, 20x3, 25x3 22 22
PCSK13 TCP SmartScreen (color) 22 22
PCSK16 Xycom 2000 22 22
See Catalog No. PCS86 in the Covers for Upper and Lower Fronts table for dimensions.
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PROLINE® Gold Series Enclosure Systems 
PROLINE® Gold Series Computer Workstation Enclosure System 

PROLINE® Gold Series Computer Workstation, Type 12 

Industry Standards

UL 508A Listed; Type 12; File Number E61997
cUL Listed per CSA C22.2 No 94; Type 12; File No. E61997

NEMA/EEMAC  Type 12
IEC 60529, IP55 

Application
The PROLINE®  Gold Series Computer Workstation is a full-featured, 
off-the-shelf solution for protecting PC computer systems. Made 
with sturdy unibody construction, the enclosure accommodates a 
complete range of accessories.

 

Specifications
•• �14 gauge steel body
•• �14 and 16 gauge steel doors and covers
•• �Seams continuously welded and ground smooth
•• �Seamless foam-in-place gasket on all doors and covers
•• �Smoke gray 0.25-in.-thick polycarbonate window on upper front 

door
•• �Quarter-turn latches on upper front door for 1400-mm high 

cabinets
•• �PROLINE latching system and keylocking swing door handles on 

upper front door for 1600- and 1800-mm high cabinets
•• �Solid lower front and full rear doors with keylocking swing door 

handles
•• �Internal rails facilitate mounting of PROLINE internal components
•• �Options include solid upper front door and solid front and rear 

covers with screw fasteners 
•• �Full rear opening provides maximum mounting space and easy 

access to interior components
•• �Optional partial subpanel
•• �Hinges on bottom for 1400-mm enclosures
•• �Solid centerpost on front for 1200-mm enclosures 

Finish
Cabinet finish is RAL 7035 textured light-gray polyester powder paint. 
Keyboard door finish is RAL 9005 textured black polyester powder 
paint. 

Accessories
Caster Kit , page 533
Industrial Corrosion Inhibitors, page 1316
Thermoplastic Data Pocket, page 459
Electric Heater, page 1223
Compact Cooling Fans, page 977
Grid Straps , page 489
Flush Swing Handles, page 456
Key Inserts , page 457
180-Degree Hinge Kit , page 458
Perforated Panels, page 1264
19-in. Rack Angles , page 497
Touch-Up Paint, page 1317
Bulletin: P10

Standard Product  Computer Workstation, Type 12 

Catalog Number
AxBxC 
mm/in.

Nominal
Size
Height

Nominal
Size
Width

Nominal
Size
Depth

K 
mm/in.

M 
mm/in.

N 
mm/in.

O 
mm/in.

P 
mm/in.

R 
mm/in.

S 
mm/in.

Top
Door
Opening
Height 
mm/in.

Top
Door
Opening
Width 
mm/in.

Bottom
Door
Opening
Height 
mm/in.

Bottom
Door
Opening
Width 
mm/in.

Rear
Door
Opening
Height 
mm/in.

Rear
Door
Opening
Width 
mm/in. 

PGLD1466CWS 1526 x 608 x 542 
60.08 x 23.94 x 21.34

1400 600 600 886 
34.88

319 
12.56

440 
17.32

544 
21.42

471 
18.54

1288 
50.71

759 
29.88

406 
16.00

536 
21.10

709 
27.91

536 
21.10

1454 
57.25

536 
21.10

PGLD1468CWS 1526 x 608 x 742 
60.08 x 23.94 x 29.21

1400 600 800 886 
34.88

319 
12.56

440 
17.32

544 
21.42

471 
18.54

1288 
50.71

759 
29.88

406 
16.00

536 
21.10

709 
27.91

536 
21.10

1454 
57.25

536 
21.10

PGLD1486CWS 1526 x 808 x 542 
60.08 x 31.81 x 21.34

1400 800 600 886 
34.88

319 
12.56

640 
25.20

715 
28.15

471 
18.54

1288 
50.71

759 
29.88

406 
16.00

736 
28.98

709 
27.91

736 
28.98

1454 
57.25

736 
28.98

PGLD1666CWS 1583 x 608 x 542 
62.32 x 23.94 x 21.34

1600 600 600 916 
36.06

316 
12.44

440 
17.32

542 
21.34

468 
18.43

1331 
52.40

766 
30.16

436 
17.17

536 
21.10

739 
29.09

536 
21.10

1511 
59.49

536 
21.10

PGLD1668CWS 1583 x 608 x 742 
62.32 x 23.94 x 29.21

1600 600 800 916 
36.06

316 
12.44

440 
17.32

542 
21.34

468 
18.43

1331 
52.40

766 
30.16

436 
17.17

536 
21.10

739 
29.09

536 
21.10

1511 
59.49

536 
21.10

PGLD1686CWS 1583 x 808 x 542 
62.32 x 31.81 x 21.34

1600 800 600 916 
36.06

316 
12.44

640 
25.20

714 
28.11

468 
18.43

1331 
52.40

766 
30.16

436 
17.17

736 
28.98

739 
29.09

736 
28.98

1511 
59.49

736 
28.98

PGLD1866CWS 1785 x 608 x 552 
70.19 x 23.94 x 21.74

1800 600 600 916 
36.06

517 
20.35

440 
17.32

679 
26.73

669 
26.34

1431 
56.34

766 
30.16

637 
25.08

536 
21.10

739 
29.09

536 
21.10

1711 
67.36

536 
21.10

PGLD1868CWS 1785 x 608 x 742 
70.28 x 23.94 x 29.21

1800 600 800 916 
36.06

517 
20.35

440 
17.32

679 
26.73

669 
26.34

1431 
56.34

766 
30.16

637 
25.08

536 
21.10

739 
29.09

536 
21.10

1711 
67.36

536 
21.10

PGLD1886CWS 1785 x 809 x 542 
70.28 x 31.81 x 21.34

1800 800 600 916 
36.06

517 
20.35

640 
25.20

823 
32.40

669 
26.34

1431 
56.34

766 
30.16

637 
25.08

736 
28.98

739 
29.09

736 
28.98

1711 
67.36

736 
29.98
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Standard Product  1200-mm Enclosure 

Catalog Number
AxBxC 
mm/in.

Nominal
Size
Height

Nominal
Size
Width

Nominal
Size
Depth

K 
mm/in.

M 
mm/in.

N 
mm/in.

O 
mm/in.

P 
mm/in.

R 
mm/in.

S 
mm/in.

Top
Door
Opening
Height 
mm/in.

Top
Door
Opening
Width 
mm/in.

Bottom
Door
Opening
Height 
mm/in.

Bottom
Door
Opening
Width 
mm/in.

Rear
Door
Opening
Height 
mm/in.

Rear
Door
Opening
Width 
mm/in.

PGLD14126CWS 1526 x 1208 x 542 
60.08 x 47.56 x 21.34

1400 1200 600 886 
34.88

319 
12.56

1040 
40.94

1088 
42.83

471 
18.54

1288 
50.71

759 
29.88

406 
16.00

1136 
44.72

709 
27.91

536 
21.10

1454 
57.25

1136 
44.72
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Solid Covers 
Covers are available for upper front and rear openings. Covers 
mount with screws provided. Material is 16 gauge steel (14 gauge for 
800‑mm widths) with RAL 7035 textured light-gray polyester powder 
paint finish. 
Bulletin: P10, P20

Catalog Number
Use on
Opening H (mm) H (in.) W (mm) W (in.)

Fits Console
A x B

PCS46CWS Upper Front 471 18.54 592 23.31 1400 x 600
PCS48CWS Upper Front 471 18.54 792 31.18 1400 x 800
PCS412GLD Upper Front 471 18.54 1192 46.93 1400 x 1200
PCS56CWS Upper Front 468 18.43 592 23.31 1600 x 600
PCS58CWS Upper Front 468 18.43 792 31.18 1600 x 800
PCS66CWS Upper Front 669 26.34 592 23.31 1800 x 600
PCS68CWS Upper Front 669 26.34 792 31.18 1800 x 800
PCS146GLD Rear 1482 58.35 592 23.31 1400 x 600
PCS1412GLD Rear 1482 58.35 1196 47.10 1400 x 1200
PCS166 Rear 1539 60.59 592 23.31 1600 x 600
PCS168 Rear 1539 60.59 792 31.18 1600 x 800
PCS186 Rear 1739 68.46 592 23.31 1800 x 600
PCS188 Rear 1739 68.46 792 31.18 1800 x 800

 

 

 

Solid Doors 
PROLINE-style upper front doors have 140-degree hidden hinges 
and locking swing handle. Material is 16 gauge steel (14 gauge for 
800-mm widths) with RAL 7035 textured light-gray polyester powder 
paint finish.  
Bulletin: P10

Catalog Number H x W (mm) H x W (in.)
Fits Console
A x B

PDS46GLD 471 x 592 18.54 x 23.30 1400 x 600
PDS48GLD 471 x 792 18.54 x 31.18 1400 x 800
PDS412GLD 471 x 1192 18.54 x 46.93 1400 x 1200
PDS56GLD 468 x 592 18.43 x 23.31 1600 x 600
PDS58GLD 468 x 792 18.43 x 31.18 1600 x 800
PDS66GLD 669 x 592 26.34 x 23.31 1800 x 600
PDS68GLD 669 x 792 26.34 x 31.18 1800 x 800
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PROLINE® Gold Series Desk Consoles and Accessories 

PROLINE® Gold Series Desk Console, Type 12 

Industry Standards

UL 508A Listed; Type 4, 12; File Number E61997
cUL Listed per CSA C22.2 No 94; Type 4, 12; File No. E61997

NEMA/EEMAC Type 4, 12
IEC 60529, IP55, IP66 

Application
The PROLINE®  Gold Series Desk Console provides an ideal surface 
for mounting HMI controls such as keyboards, switches, lights or 
dials, and it is ergonomically designed so operators can sit or stand 
while working. The console also provides a large space for mounting 
internal components and controls and can be configured in an arc by 
using the wedge accessory. 

Specifications
•• �14 gauge steel body
•• �14 and 16 gauge steel doors
•• �25-degree sloped top
•• �Seams continuously welded and ground smooth
•• �Top door prop allows for single-handed operation
•• �Built-in top door handle
•• �Quarter-turn latches hold top door securely closed
•• �PROLINE latching system and keylocking swing handles on front 

doors and on rear doors of dual-access enclosures
•• �Internal rails on dual-access enclosures facilitate mounting of 

PROLINE internal components
•• �Full access provides maximum mounting space and easy access to 

interior components 

Finish
Finish is RAL 7035 textured light-gray polyester powder paint. 

Accessories
Caster Kit , page 533
Industrial Corrosion Inhibitors, page 1316
Thermoplastic Data Pocket, page 459
Electric Heater, page 1223
Compact Cooling Fans, page 977
Grid Straps , page 489
Flush Swing Handles, page 456
Key Inserts , page 457
19-in. Rack Angles , page 497
Touch-Up Paint, page 1317
Bulletin: P11

Standard Product  Gold Series Desk Console 

Catalog Number
AxBxC 
mm/in.

D 
mm/in.

E 
mm/in.

F 
mm/in.

G 
mm/in.

H 
mm/in.

N 
mm/in.

P 
mm/in.

R 
mm/in.

PGLD1074DC 1013 x 641 x 393 
39.88 x 25.23 x 15.47

779 
30.69

540 
21.27

384 
15.12

635 
25.00

552 
21.72

485 
19.11

569 
22.40

611 
24.07

PGLD10104DC 1013 x 946 x 393 
39.88 x 37.24 x 15.47

779 
30.69

540 
21.27

384 
15.12

940 
37.00

552 
21.72

485 
19.11

874 
34.41

611 
24.07

PGLD1275DC 1176 x 641 x 469 
46.29 x 25.23 x 18.47

907 
35.69

616 
24.26

460 
18.11

635 
25.00

635 
25.00

569 
22.41

569 
22.40

739 
29.09

PGLD12105DC 1176 x 946 x 469 
46.29 x 37.24 x 18.47

907 
35.69

616 
24.26

460 
18.11

940 
37.00

635 
25.00

569 
22.41

874 
34.41

739 
29.09

Standard Product  Single-Bay Dual-Access Consoles 

Catalog Number
AxBxC 
mm/in.

D 
mm/in.

E 
mm/in. G (mm H (mm

N 
mm/in.

P 
mm/in. R (mm

S 
mm/in.

PGLD1265DC 1176 x 608 x 469 
46.29 x 23.94 x 18.47

907 
35.71

616 
24.26

602 
23.70

635 
25.00

569 
22.40

536 
21.10

739 
29.09

998 
39.27

PGLD1285DC 1176 x 808 x 469 
46.29 x 31.81 x 18.47

907 
35.71

616 
24.26

802 
31.57

635 
25.00

569 
22.40

736 
28.98

739 
29.09

998 
39.27
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PROLINE® Gold Series Double-Bay Desk Console, Type 12 

Industry Standards

UL 508A Listed; Type 12; File Number E61997
cUL Listed per CSA C22.2 No 94; File No. E61997

NEMA/EEMAC Type 12
IEC 60529, IP 55 

Application
The PROLINE®  Gold Series Double-Bay Desk Console provides an 
ideal surface for mounting HMI controls such as keyboards, switches, 
lights or dials, and it is ergonomically designed so operators can sit 
or stand while working. With front and rear doors for easy access, the 
console provides a large space for mounting internal components 
and controls and can be configured in an arc by using the wedge 
accessory.

Specifications
•• �14 gauge steel body
•• �14 and 16 gauge steel doors
•• �25-degree sloped top
•• �Seams continuously welded and ground smooth
•• �Top door prop allows for single-handed operation
•• �Built-in top door handle
•• �Quarter-turn latches hold top door securely closed
•• �PROLINE latching system and keylocking swing handles on front 

doors and on rear doors of dual-access enclosures
•• �Internal rails on dual-access enclosures facilitate mounting of 

PROLINE internal components
•• �Full access provides maximum mounting space and easy access to 

interior components 

Finish
Finish is RAL 7035 textured light-gray polyester powder paint. 

Accessories
Caster Kit , page 533
Industrial Corrosion Inhibitors, page 1316
Thermoplastic Data Pocket, page 459
Electric Heater, page 1223
Compact Cooling Fans, page 977
Grid Straps , page 489
Flush Swing Handles, page 456
Key Inserts , page 457
19-in. Rack Angles , page 497
Touch-Up Paint, page 1317
Bulletin: P11

Standard Product  Double-Bay Desk Console 

Catalog Number AxBxC mm/in.
D 
mm/in.

E 
mm/in.

F 
mm/in.

G 
mm/in.

H 
mm/in.

N 
mm/in.

P 
mm/in.

R 
mm/in.

PGLD12135DC 1176 x 1250 x 469 
46.29 x 49.21 x 18.47

907 
35.71

616 
24.25

460 
18.11

1244 
48.98

635 
25.00

569 
22.40

1178 
46.38

739 
29.09

PGLD12165DC 1176 x 1555 x 469 
46.29 x 61.21 x 18.47

907 
35.71

616 
24.25

460 
18.11

1549 
60.98

635 
25.00

569 
22.40

1482 
58.35

739 
29.09

Standard Product  Double-Bay Dual-Access Desk Consoles 

Catalog Number AxBxC mm/in.
D 
mm/in.

E 
mm/in.

G 
mm/in.

H 
mm/in.

N 
mm/in.

P 
mm/in.

R 
mm/in.

S 
mm/in.

T 
mm/in.

PGLD12125DC 1175 x 1208 x 469 
46.29 x 47.56 x 18.46

907 
35.71

616 
24.25

1202 
47.32

635 
25.00

569 
22.40

536 
21.10

739 
29.09

998 
39.29

1136 
44.72
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Wedge Consoles 
Optional Wedge Consoles can be 
positioned between desk consoles. 
The wedge console top has a 
25-degree slope. Optional levelers 
or casters can be attached by drilling 
holes at pre-marked locations in the 
console bottom. Hinged rear access 
door is standard. 
Bulletin: P11

Catalog Number 
A 
mm/in. 

C 
mm/in. 

S 
mm/in. 

T 
mm/in. 

PGLD45DC 1198 
47.17 

443 
17.07 

998 
39.27 

449 
17.66 

 

 

Joining Kit 
Optional Joining Kit provides a 
means for joining desk consoles or 
wedges together side to side. Kit 
includes six bolts, sealing washers 
and nuts. Two Joining Kits are 
required for a wedge console. Order 
separately.  
Bulletin: P20

Catalog Number Description 
PJKDC PROLINE Desk Console Joining Kit 

 

 

Full Back Panel 
Optional Full Back Panel is 12 gauge galvanized steel.  Mounting 
hardware is included with the panel. Order separately. 
Bulletin: P20
 

Catalog Number
D 
mm/in.

E 
mm/in. Enclosure

PP96G 869 
34.20

564 
22.20

PGLD1074DC

PP99G 869 
34.20

869 
34.20

PGLD10104DC

PP116G 1021 
40.20

564 
22.20

PGLD1275DC

PP119G 1021 
40.20

869 
34.20

PGLD12105DC

PP1112G 1021 
40.20

1173 
46.20

PGLD12135DC

PP1115G 1021 
40.20

1478 
58.20

PGLD12165DC

PPP96G 835 
32.87

530 
20.87

PGLD1265DC

PPP98G 835 
32.87

730 
28.74

PGLD1285DC

PPP812G 835 
32.87

1130 
44.49

PGLD12125DC
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Side-Mount Panel 
Optional Side-Mount Panel is 12 gauge galvanized steel. Mounting 
hardware is included with the panel. Order separately. 
Bulletin: P20

Catalog Number D (mm) D (in.) E (mm) E (in.)
PPSM64G 627 24.70 343 13.63
PPSM84G 807 31.77 422 16.62

 

 

Caster Kit 
A set of four casters (two locking, two 
non-locking) that mount directly to 
the bottom of a PROLINE®  frame, 
0-mm, or 100-mm Solid Base or a 
Console.  (Do not use on plinth 
bases.)  Casters elevate the enclosure 
110 mm (4.33 in.) when installed. 
Caster frames are plated steel with 
ball-bearing pivots. Caster wheels are 
made of a black polyamide material. 
Kit includes M12 mounting hardware. 
A set of four casters supports a 
maximum load of 454 kg (1000 lb.). 
Order separately. 
Bulletin: P20

Catalog Number Description 
PC1M12 Set of 4 Casters 
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