


;Z( ér" ® Accessories: INTERSAFE® Data Interface Ports
INTERSAFE® Data Interface Ports, Type 4/4X/12

®
INTERSAFE ConneCtor 8M | Connector Description Connector Termination Plate Sectors Used |
| 8-pin mini DIN Terminal Block 2 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector 9FG Plate Sectors

Connector Description Connector Termination Used
GE Fanuc Genius 9-pin female with 10 ft. cable to male 9-pin D-Sub with 1
bracket bracket

Left-hand image shows front view. Right-hand image shows rear view.

®
INTE RSA FE CO nnector 9 FT | Connector Description Connector Termination Plate Sectors Used |
| D-Sub 9-pin female 9-pin terminal 2 |
Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| D-Sub 9-pin male with cable 10 ft cable to female 9-pin D-Sub 1 |
Left-hand image shows front view. Right-hand image shows rear view.

®
INTERSAFE® Connector 9MT [Connector Description Connector Termination Plate Sectors Used ]
| D-Sub 9-pin male 9-pin terminal 1 |
Left-hand image shows front view. Right-hand image shows rear view.
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;Z( ér" ® Accessories: INTERSAFE® Data Interface Ports
INTERSAFE® Data Interface Ports, Type 4/4X/12

®
I NTERSAFE Con nector 15 F | Connector Description Connector Termination Plate Sectors Used |
| D-Sub 15-pin female 10 t. cable to male 15-pin D-Sub 1 |
Left-hand image shows front view. Right-hand image shows rear view.

A PENTAIR COMPANY

INTERSAFE® Connector 15FT [Connector Description Connector Termination ___ Plate Sectors Used |

| D-Sub 15-pin female with 15-pin terminal 15-pin terminal 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector 15H Plate Sectors
Connector Description Connector Termination Used
D-Sub 15-pin high density female 10 ft cable to male 15-pin high-density 1
(Monitor) D-Sub

Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| D-Sub 15-pin male 10-ft. cable to female 15-pin D-Sub 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector 25F | Connector Description Connector Termination Plate Sectors Use |

| D-Sub 25-pin female with cable 10 ft. cable to male 25-pin D-Sub 1 |
Left-hand image shows front view. Right-hand image shows rear view.
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INTERSAFE® Data Interface Ports, Type 4/4X/12
INTERSAFE® Connector 25FT | Connector Description Connector Termination Plate SectorsUsed |
| D-Sub 25-pin female with 25-pin terminal 25-pin terminal 2 |

Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| D-Sub 25-pin male with cable 10-ft. cable to female 25-pin D-Sub 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector 25MT | Connector Description Connector Termination Plate Sectors Used |

| D-Sub 25-pin male 25-pin terminal 2 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector BNC | Connector Description __Connector Termination Plate Sectors Used |

| BNC BNC female receptacle with 10-ft. cable to male BNC 1 |

Left-hand image shows front view. Right-hand image shows rear view.

/i

INTERSAFE® Connector CN

| Connector Description Connector Termination Plate Sectors Used |
| ControlNet shielded RJ45 female connector  10-ft. shielded cable with male RJ45 2 |
— — Left-hand image shows front view. Right-hand image shows rear view.
V
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INTERSAFE® Data Interface Ports, Type 4/4X/12

A PENTAIR COMPANY

INTERSAFE® Connector DH

| Connector Description Connector Termination Plate Sectors Used |
| Data Highway Plus DB9F Terminal block 2 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector DNM | Connector Description Connector Termination Plate Sectors Used |

| DeviceNet Mini Terminal block 2 |
Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination |
| DeviceNet Phoenix Terminal block |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector DPO | Connector Description Connector Terminati Plate Sectors Used |

| Duplex receptacle with no circuit breaker Terminal block 4 |
Left-hand image shows front view. Right-hand image shows rear view.
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Accessories: INTERSAFE® Data Interface Ports
INTERSAFE® Data Interface Ports, Type 4/4X/12

INTERSAFE® Connector DP3 | Connector Description Connector Termination Plate SectorsUsed |

| Duplex receptacle with 3-amp circuit breaker Terminal block 5 |
POWER i

§

Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| Duplex receptacle with 5-amp circuit breaker Terminal block 5
Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| RJ45 female connector 10-ft. cable with male RJ45 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® COHHECtor GEG | Connector Description Connector Termination Plate Sectors Used |

| DB9 GE Genius 10-ft. cable 1 |
Left-hand image shows front view. Right-hand image shows rear view.
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INTERSAFE® Data Interface Ports, Type 4/4X/12

INTERSAFE@ ConneCtor GFO | Connector Description Connector Termination |

s = [GFCireceptadie Terminal block |
l - 3 Left-hand image shows front view. Right-hand image shows rear view.
[
I

INTERSAFE® Connector GF3

| Connector Description Connector Termination Plate SectorsUsed |
| GFCl receptacle with 3-amp circuit breaker Terminal block 5 |
Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| GFCl receptacle with 5-amp circuit breaker Terminal block 5 |
Left-hand image shows front view. Right-hand image shows rear view.
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INTERSAFE® Data Interface Ports, Type 4/4X/12

INTERSAFE® Connector MCL | Connector Description Connector Termination Plate Sectors Used |

| Micrologix 10-ft. cable 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector MCL8 | Connector Description Connector Termination Plate Sectors Used |

| Micrologix 10-ft. cable 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector MD6 | Connector Description Connector Termination |

| 6-pin mini DIN (female) 10-ft. cable with female 6-pin mini DIN |
Left-hand image shows front view. Right-hand image shows rear view.

I NTERSAFE@ connECtor M D8 | Connector Description Connector Termination Plate Sectors Used |

| 8-pin mini DIN (female) 10-ft. cable with male 8-pin mini DIN 1 |
Left-hand image shows front view. Right-hand image shows rear view.
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INTERSAFE® Data Interface Ports, Type 4/4X/12

INTERSAFE® Connector PB

Connector Description Connector Termination Plate Sectors Used |
ProfiBus 9-pin Terminal 2 |

Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector R11

| Connector Description Connector Terminati Plate Sectors Used |
| RJ11 female connector with male RJ12 10-ft. cable with male RJ12 1 |
Left-hand image shows front view. Right-hand image shows rear view.

| Connector Description Connector Termination Plate Sectors Used |
| RJ45 shielded female connector 10-ft. shielded cable with male RJ45 2 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector RJS
— - | -

INTERSAFE® Connector SNP

| Connector Description Connector Termination Plate Sectors Used |
| DB15F GESNP DB15 male GESNP with 10-ft. cable 1 |
Left-hand image shows front view. Right-hand image shows rear view.
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INTERSAFE® Data Interface Ports, Type 4/4X/12

A PENTAIR COMPANY

INTERSAFE@ Connector SPO | Connector Description Connector Termination Plate Sectors Used |

. | Single receptacle with no circuit breaker  Terminal block with terminal cover 2 |

Left-hand image shows front view. Right-hand image shows rear view.
®
INTERSAFE® Connector SP3 | Connector Description Connector Termination Plate Sectors Used |

| Single receptacle with 3-amp circuitbreaker  Terminal block with terminal cover 2 |

Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® connECtor SPS | Connector Description Connector Termination Plate Sectors Used |

| Single receptacle with 5-amp circuit breaker  Terminal block with terminal cover 2 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® Connector TMB | Connector Description Connector Termination Plate Sectors Used |

| DB9F Modbus 10-ft. cable 1 |
Left-hand image shows front view. Right-hand image shows rear view.
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A PENTAIR COMPANY

INTERSAFE® ConnECtor TMM | Connector Description Connector Termination Plate Sectors Used |

| DBYF Micro 10-ft. cable 1 |
Left-hand image shows front view. Right-hand image shows rear view.

INTERSAFE® conneCtor USB | Connector Description Connector Termination Plate Sectors Used |

| USB Type A, female input 10-ft. cable, USB Type B connector 1

Left-hand image shows front view. Right-hand image shows rear view.
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A PENTAIR COMPANY EMC Accessorles
Bonding Cable Clamps
-Srgcejﬁ:s bcLebclleaSmTﬁ’,]SeayrS;Svelgewt?‘een Catalog Number Max. Cable Diameter (in.) Max. Cable Diameter (mm)
= s ABCC6 0.25 6
Q‘ﬁ ) conductivity required to ground the [ pccos 038 10
w y shielding on EMC-shielded cable. ABCC125 0.50 3
' 4 Bulletin: A80 ABCC19 0.75 19
-7
r
-
Qu
EMC Cable Strain Reliefs Cable Diameter Hole Diameter
Catalog Number Size mm/in. mm/in.
ACSR4EMC PG9 4-6 16
_ 0.16-0.24 0.63
g @ @ ACSRGEMC P61 6-10 1
)= | 0.24-0.39 0.75
e \.‘2" O E!) ACSR10EMC PG16 10-14 Px]
-t 0.39-0.55 0.91
& @ O L‘\) 9 ACSRI4EMC PGl 14-17 3
- _© @) = 0.55-0.67 091
O - ACSR17EMC PG21 17-20 29
(@] 0.67-0.79 114
- ACSR19EMC PG29 19-23 38
0.75-091 1.50
. . . . ACSR22EMC PG29 22-27 38
These cable strain reliefs have provisions for grounding the EMC 0.87-106 150
shielding of cables entering an enclosure while maintaining a NEMA ACSR25EMC PG36 25-30 48
Type 4 seal. 098-1.18 189
Bulletin: A80 ACSR29EMC PG36 29-32 48
1.14-1.26 1.89
Bonding Straps Bonding straps assist in maintaining a constant voltage potential
across a ground plane.
Bulletin: A80
Length
Catalog Number mm/in. Package Quantity
ABS6 152 3
6.00
ABS12 305 3
12.00
ABS18 457 3
18.00
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® .
Py —— INLINE® Accessories
INLINE® Panels PanelSize  Panelsize  FitsINLINE
Catalog Number Material D x E(mm) DxE(in.) Enclosure Size (mm)
LP1515 Painted Steel 131x131 5.16x5.16 150x 150
LP15156 Conductive 131x131 516X5.16 150X 150
LP2015 Painted Steel  181x131 713x5.16 200X 150
LP20156 Conductive 181131 713x5.16 200%150
LP2520 Painted Steel 231181 9.10x7.13 250%200
LP2520G Conductive 231x181 910x7.13 250%200
LP3025 Painted Steel  281x231 11.07x9.10 300%250
LP3025G Conductive 281x231 11.07%9.10 300%250
LP3530 Painted Steel  331x281 13.04x11.07  350%300
LP3530G Conductive 331281 13.04x11.07  350%300
Panels are 12 gauge steel with a white polyester powder paint or LP2040 Painted Steel ~ 181x381 713x15.01 200x 400
conductive finish. Ground hole is labeled. Sized for M6 fastener. LP2040G Conductive 181x381 73x1501 200400
) LP2060 Painted Steel ~ 181x581 713x22.89 200%600
Bulletin: A53, A54P LP20606 Conductive  181x581 713x22.89  200x600

INLINE® Landscape Panels

Panels are 12 gauge steel with a white polyester powder paint or
conductive finish. They include a labeled ground hole sized for an

M6 screw. Panels mount on studs provided in the enclosure or to D E
optional DIN mounting brackets.
Bulletin: A54P
Conductive Panel Size Panel Size
Catalog Number Panel D x E(mm) DxE (in.)
LP2331 LP2331G 211x291 8.31x11.46
LP2346 LP2346G 21 x441 8.31x17.36
LP2360 LP2360G 211x581 8.31x22.87 87565823
LP2377 LP23776 2Mx751 8.31%29.57
LP2393 LP2393G 211x906 8.31x35.67
Mounting-Bracket Kit Kit is field-installable on all solid-back-body enclosures. Hardware
included. Four brackets per kit.
Bulletin: A54SY, A54Y
Catalog Number Description
LMFK Plated steel mounting-bracket kit
LMFKSS Type 316L stainless steel mounting-bracket kit
Lock Inserts
Lock Inserts can replace the standard EETTIITTTT Desation
slotted quarter-turn latch. Inserts LLKSMg 5 E
have chrome finish. Key included ’ duare7 mm
- Rey . LLKSM8 Square 8 mm
o | Bulletin: A54Y LLKDB Daimler Benz
" LLKDBM3 Double bit 3 mm
LLKSS Slotted screw
&
9 4
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INLINE® Accessories
Wing Knob Latch
Wing Knob Latch can replace the -
standard slotted, quarter-turn latch l%m(g Number ;’Z"I‘:;KtWelght I

on all hinged-cover and window-
cover enclosures. Latch is black
- die-cast zinc. Includes two keys and
: b.& ) installation instructions. Reduces UL
. s Typerating from 4 or 4X to 12.

Bulletin: A54Y

Grounding Kit provides means to attach a grounding conductor to
the enclosure. Kit includes two insulated copper wires with a ring
terminal at each end, all installation hardware and instructions.

Bulletin: A54Y
| Catalog Number Product Weight |
[TreK 0.21D. |
Rails furnish mounting surfaces for
DIN3 mount snap—on?:levices Rails Catalog Number Fits INLINE Enclosure L (mm) L (in.) Pkg. Qty.
. . . LDR3P15 when A or B= 150 mm 125 4.92 4
attach yertlcally or hqn;ontally to LDR3P20 when Aor B =200 mm 175 6.89 4
mounting brackets. Kit includes 4 LDR3P25 when AorB=250mm 25 8.86 4
rails and installation instructions. LDR3P30 when A orB=300mm 275 10.83 4
DIN3 Rail Mounting Brackets are LDR3P31 whenAorB=310mm 285 11.22 4
required in order to mount rails. LDR3P35 when A orB=350 mm 325 12.80 4
Bulletin: A54Y LDR3P40 when A or B=400mm 375 14.76 4
: LDR3P46 when A or B=460mm 435 17.13 4
LDR3P60 when A or B=600mm 575 22.64 4
LDR3P77 whenAorB=770mm 745 2933 4
LDR3P93 when A or B=925mm 900 36.43 4
DIN Rail or Panel-Mounting Brackets S
e 28 mm 29
f<] &7 1.
N 18 mm
N .71
S .
! Q &
6} N
\ o
Q
Use as a mounting framework to install DIN rails or a panel. Bracket is 125 mm g
offset for additional space in front of or behind mounted equipment. ol 184 mm
Plated 12 gauge steel. Mounting hardware included. Brackets are ol 7-24
required for DIN3 type rails. o
Bulletin: A54Y N 201 rm
_ 7.90
Catalog Number Fits INLINE Enclosure Moy o
LMK15 whenAorB=150mm
LMK20 when AorB=200mm
LMK23 when AorB=230mm
LMK25 when AorB=250mm 87565824
LMK30 when Aor B=300mm
LMK35 when Aor B=350mm
600-mm and longer enclosures require two sets of brackets for mounting panels.
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CONCEPT® Accessories

CONCEPT® Panel Conversion Kit

\

Swing-Out Rack Frame
ot

Dead Front Kits

CONCEPT® Adjustable-Depth Mounting Kits

Panel Conversion Kit adapts enclosure for mounting standard NEMA-
style panels in CONCEPT® enclosures. Bracket attaches to rear collar
stud. Kit includes four adapter plates and hardware for mounting
panel.

Bulletin: CWY
| CatalogNumber  Material  Fits CONCEPT Enclosure |
| CCPM4 Steel When A x Bis equal to or less than 30.00 x 30.00in. (762 x 762 mm) |

Swing-Out Rack Frames provide 120-degree swing-out access for
19-in. rack equipment. Welded rack frame mounts to front flange.
Distance from frame to door surface is 1.32 in. (33 mm) for solid doors
and 1.07 in. (27 mm) for window doors. Frame is painted steel ANSI 61
gray. Mounting hinge and latching hardware provided.

Order separately clip nut package catalog number XNM5 and screws
XSM5 (metric) or AN1032 and screws AS1032 (English).

Swing-Out Rack Frame cannot be mounted on adjustable mounting kit.
Bulletin: CWY

Catalog Number Material Fits Enclosure Ax B

(SF2424 Painted steel 24.00%24.00in. (610 610 mm)
(SF3024 Painted steel 30.00x 24.00n. (762 x 610 mm)
(SF3624 Painted steel 36.00%24.00in. (914 x 610 mm)

Dead Front Kits provide a NEMA Type 1 safety barrier and mounting
surface close to the front of the enclosure. Enables convenient
mounting of equipment while controlling access to the interior of the
enclosure. The depth from the mounting surface to the door is 1.33
in. (34 mm) for solid doors and 1.15 in. (29 mm) for window doors. Kit
includes mounting brackets, grounding hardware and a steel panel
painted ANSI 61 gray.

Dead Front Kit cannot be mounted on adjustable mounting kit.

Bulletin: CWY

Catalog Number Fits CONCEPT Enclosure Ax B
(DF1212 12.00x 12.00in. (305 x 305 mm)
(DF1612 16.00x 12.00 in. (406 x 305 mm)
(DF2016 20.00x 16.00 in. (508 x 406 mm)
CDF2020 20.00 x 20.00 in. (508 x 508 mm)
(DF2420 24.00x20.001n. (610 x 508 mm)
(DF2424 24.00%24.00in. (610 x 610 mm)
(DF3024 30.00 x 24.00in. (762 x 610 mm)

Adjustable-Depth Mounting Kits provide mounting means for
installing panels, swing-out panels, DIN rails, rack angles, mounting
channels or grid straps at any depth from front to rear of enclosure.
Kits include slide mechanisms and hardware. Use two kits when
enclosure has 6 collar studs for mounting panel.

Dead Front Panel and Swing-Out Rack Frame cannot be mounted on
adjustable mounting kit.

Bulletin: CWY

Fits CONCEPT Fits CONCEPT
Catalog Number Enclosure (in.) Enclosure (mm)
CAM64 when C=6.00 when C=152
CAM82 when C=8.00 when (=203
CAM84 when C=8.00 when (=203
CAM102 when C=10.00 when (=254
CAM104 when C=10.00 when (=254
CAM122 when C=12.00 when (=305
CAM124 when C=12.00 when (=305
CAM162 when C=16.00 when (=406
CAM164 when C=16.00 when (=406
CAM202 when C=20.00 when (=508
CAM204 when C=20.00 when C =508
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CONCEPT® Accessories

Pole-Mount Kit Use to mount CONCEPT®, Networking and wall-mount enclosures
to poles of various sizes and shapes. Simply attach the plated steel
: channel bar to the mounting holes at the back of the enclosure and
.| wrap the stainless steel strap around the pole and through the bar.
Kit includes two mounting channels, two straps suitable for 3-in. (76-
mm) to 12-in. (30-mm) diameter pole and mounting hardware.

Bulletin: CWY

Catalog Number Fits Enclosure (in.) Fits Enclosure (mm)

C(PMK12 when B =12.00 when B =305

(PMK16 when B=16.00 when B =406

(PMK20 when B=20.00 when B =508

(PMK24 when B =24.00 when B =610

(PMK30 when B=30.00 when B =762

Mounting Channels Mounting Channels provide mounting framework for installing
DIN rails and grid straps at various positions within the enclosure.
S Channels can be mounted vertically or horizontally to collar studs or

to the slide mechanisms of the adjustable-depth mounting kit. Kit
includes two channels.

Bulletin: CWY

Catalog Number Fits CONCEPT Enclosure

mc2 when Aor B=12.00in. (305 mm)

MC16 when A or B=16.00in. (406 mm)

Mc20 when Aor B=20.00in. (508 mm)

M4 when A or B=24.00in. (610 mm)

M@0 when A or B=30.00in. (762 mm)

MC36 when A orB=36.00in. (914 mm)

CMC42 when A or B=42.00in. (1067 mm)

C(Mc48 when AorB=48.00in. (1219 mm)

C(MC60 when A or B=60.00in. (1524 mm)

Rack-Mount Angles Rack-Mount Angles are a mounting means for 19-in. rack equipment

in 24-in. wide enclosures. L-shaped through-hole angles attach to
enclosure flange or the adjustable-depth mounting kit. Holes are
.281 in. (7 mm) in diameter. Clear plated 14 gauge steel construction.

Mounting hardware included.
Order separately clip nut package catalog number XNM5 and screws
XSM5 (metric) or AN1032 and screws AS1032 (English).
Bulletin: CWY
Catalog Number Fits CONCEPT Enclosure Rack Units
CRAT0TH when A =20.00in. (508 mm) 10
CRA12TH whenA=24.00in. (610 mm) 12
CRA16TH when A=30.00in. (762 mm) 16
CRA19TH when A=36.00in. (914 mm) 19
CRA26TH when A=48.00in. (1219 mm) 26
DIN3 Rail Kits DIN3 Rail Kits supply mounting surfaces for DIN mount snap-on

devices in either DIN 1, DIN 3 or CENELEC styles. Rails attach vertically
or horizontally to rear collar stud or to mounting channels. Kit
includes three rails and mounting hardware.

Bulletin: CWY

Catalog Number Fits CONCEPT Enclosure

(DR3P12 when Aor B=12.00in. (305 mm)
(DR3P16 when A or B=16.00in. (406 mm)
CDR3P20 when A or B=20.00in. (508 mm)
(DR3P24 when A or B=24.00in. (610 mm)

L
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CONCEPT® Accessories

Grid Straps Grid Straps provide flexible mounting inside the enclosure. Available

in one-hole or three-hole widths. Straps mount vertically or
horizontally on rear collar studs or to mounting channels in any
front-to-back position. Two straps and mounting hardware included
in kit. (Order separate grid fastener package catalog number XGFM6,
consisting of 20 metric M6 clip nuts and 20 metric M6 Phillips washer
head bolts, for mounting equipment to grid straps.)

A PENTAIR COMPANY

Bulletin: CWY

Catalog Number Fits CONCEPT Enclosure

(GS112 when AorB=12.00in. (305 mm)
(GS116 when A orB=16.00in. (406 mm)
(GS120 when A or B=20.00in. (508 mm)
(GS124 when A orB=24.00in. (610 mm)
(GS130 when A or B=30.00in. (762 mm)
(GS336 when A orB=36.00in. (914 mm)
(GS348 when A or B=48.00in. (1219 mm)

CONCEPT® Panels '\ -
These panels are taller and wider than corresponding NEMA-size }\ ‘1

panels. Panels are 14 or 12 gauge steel and painted white or have a D
conductive finish.
Panels have a formed flange along any side that is longer than 22.20 in.
(564 mm). CP2420 and CP2424 have a flange on all four sides. c2506-C
Bulletin: CWP
Catalog Number Panel Type Panel Size Dx E (in.) Panel Size D x E (mm) Gauge
P1212 Painted steel 10.20x10.20 259x259 14
CP12126 Conductive 10.20x10.20 259x259 14
CP1612 Painted steel 14.20x10.20 361x259 14
CP16126G Conductive 14.20x10.20 361x259 14
CP1616 Painted steel 14.20x 14.20 361x361 12
(P1616G Conductive 14.20x 14.20 361x361 12
CP2016 Painted steel 18.20x 14.20 462 x 361 12
CP2016G Conductive 18.20x14.20 462x361 12
CP2014 Painted steel 18.20x12.20 462x310 14
CP2014G Conductive 18.20x14.20 462x310 14
(P2416 Painted steel 22.20x14.20 564x361 12
(P2416G Conductive 22.20x 14.20 564x361 12
CP2020 Painted steel 18.20x 18.20 462 x 462 12
CP2020G Conductive 18.20x18.20 462 x 462 12
CP2420 Painted steel 22.20x18.20 564 x 462 12
(P2420G Conductive 22.20x18.20 564 x 462 12
CP3020 Painted steel 28.20x18.20 716x 462 12
CP3020G Conductive 28.20x18.20 716x 462 12
(P2424 Painted steel 22.20x22.20 564 x 564 12
(P24246 Conductive 22.20x22.20 564 x 564 12
(P3024 Painted steel 28.20x22.20 716 x564 12
(P3024G Conductive 28.20x22.20 716 x 564 12
(P3624 Painted steel 34.20x22.20 869 x564 12
(P3624G Conductive 34.20x22.20 869 x564 12
(P4824 Painted steel 46.20x22.20 1173 x 564 12
(P4824G Conductive 46.20%22.20 1173 x564 12
CP3030 Painted steel 28.20x28.20 716x716 12
(P3030G Conductive 28.20x28.20 716x716 12
(P3630 Painted steel 34.20%28.20 869x716 12
(P3630G Conductive 34.20x28.20 869x716 12
CP4230 Painted steel 40.20x28.20 1021x716 12
(P4230G Conductive 40.20x28.20 1021x716 12
(P3636 Painted steel 34.20x34.20 869 x 869 12
(P3636G Conductive 34.20x34.20 869 x 869 12
(P4236 Painted steel 40.20x34.20 1021 x 869 12
(P42366 Conductive 40.20x34.20 1021x 869 12
CP4836 Painted steel 46.20x34.20 1173 x869 12
(P4836G Conductive 46.20x34.20 173 x869 12
CP6036 Painted steel 58.20x34.20 1478 x 869 12
(P6036G Conductive 58.20x 34.20 1478 x 869 12
(P2442 Painted steel 22.20x40.20 564x1021 12
(P24426 Conductive 22.20x40.20 564x1021 12
(P3048 Painted steel 28.20x46.20 716x 1173 12
(P3048G Conductive 28.20x46.20 716x 1173 12
CP3060 Painted steel 28.20x58.20 716x 1478 12
(P3060G Conductive 28.20x 58.20 716x 1478 12
Catalog number CP4230 is used on CONCEPT disconnect enclosures.
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S CONCEPT® Accessories
CONCEPT® Swing-Out Panels CSPB Panels
Fits Fits
Enclosure Enclosure Panel Panel
Catalog Number Size (in.) Size (mm) Size (in.) Size (mm)
CSPB1212 12.00%12.00 305x305 9.72x9.75 247248
—1 l CSPB1612 16.00%12.00 406x305 13.72x9.75 349x248
L I CSPB1616 16.00x 16.00 406x406 13.72x13.75 349x349
P (SPB1620 16.00%20.00 406x508 13.72x17.75 349x451
(SPB2016 20.00x16.00 508 x406 17.72x13.75 450349
(SPB2020 20.00x 20.00 508 %508 17.72x17.75 450451
(SPB2024 20.00x 24.00 508610 17.72x21.75 450553
' (SPB2416 24.00x16.00 610x406 2.72x13.73 552x349
. (SPB2420 24.00x20.00 610x508 0721775 552452
il (SPB2424 24,00 24.00 610610 2172x21.75 552553
i, (SPB2430 24.00%30.00 610x762 21.72x271.75 552705
(SPB3020 30.00x20.00 762508 272X 17.75 704x451
g (SPB3024 30.00x 24.00 762x610 27.72x2175 704x553
(SPB3030 30.00x30.00 762x762 27.72x21.75 704x705
CSPB panels CSP panels (SPB3624 36.00%24.00 914x610 33.72x2175 857x553
(SPB3630 36.00x30.00 914x762 33.72x27.75 857x705
(SPB3636 36.00x36.00 914x914 33.72x33.75 857x857
(SPB4236 42.00x36.00 1067x914 39.72x33.75 1009x 857
(SPB4824 48.00%24.00 1219%610 45.72x21.75 1161x553
(SPB4836 48.00%36.00 1219x914 45.72x33.75 1161x857
(SPB6036 60.00%36.00 1542x914 57.72x33.75 1466 x 857
Panels swing clear from the front of the enclosure to provide access CSP Panels
to mounted internal equipment. For CSPB panels, maximum swing Fits Fits Panel Panel
is 94 degrees. For CSP panels, maximum panel swing is 106 degrees. Catalog Number Enclosure (in.) Enclosure (mm) Size (in.) Size (mm)
Distance from panel surface to door when in the latched position CsP1212 12.00x12.00 305x305 9.78x9.84 248250
is 1.71 in. (43 mm) for solid doors and 1.45 in. (37 mm) for window (5P1612 16.00x12.00 406x305 13.78x9.84 350x250
doors. Kits include panel, brackets and hardware to mount to the (5P1616 16.00x16.00 406x406 13.78x13.84  350x352
front flange. (SP1620 16.00%20.00 406x508 13.78x17.84 350x453
(SP2016 20.0016.00 508x406 17.78x13.84  452x352
Swing-out panels also can be mounted on front-to-back adjustable rails. E::;g;g ;ggg i gggg gggiggg mgigii g; i :g:
CSPB panels require gdapter CSPBADB and front-to-back adjustab/e rails (SP2416 24.00x 16.00 610 406 21.78x13.84 553352
for front-to-back adjustment. (sP2420 24.00x20.00 610x508 278x17.84  553x453
Bulletin: CWY (SP2424 24.00x 24.00 610610 2178x21.84  553x555
CSP3020 30.00x20.00 762x508 27.78x17.84 706x453
(SP3024 30.00x 24.00 762x610 2778x21.84 706555
CSP3030 30.00x30.00 762x762 27.78x27.84 706x707
(SP3624 36.00 24.00 914x610 3378x21.84  858x555
CSP3630 36.00x30.00 914762 33.78x27.84  858x707
(SP3636 36.00x36.00 914x914 33.78x33.84  858x860
CONCEPT® Adapter Bracket Bulletin: CWY
Adapter bracket for use with CONCEPT® B-style Swing-Out Panels E:;;':g:umbe' gatle"a' I
and Adjustable-Depth Mounting Kits. Bracket enables the B-style =
swing-out panels to be mounted in infinite front-to-back positions
within a CONCEPT enclosure.
Handles Handles can replace the standard slotted insert on all CONCEPT®

wall-mount enclosures. The CONCEPT non-locking handle provides
quick and easy access to the enclosure contents. Handle is black
plastic. A zinc die-cast keylock handle is available for applications
requiring quick access and security. A padlocking handle, also zinc
die-cast, accommodates a padlock with up to a 5/16-in. locking

bar. Each latch system can be converted from clockwise to counter-
clockwise opening. Kit includes all hardware.

Bulletin: CWY

Catalog Number UL Rating Description
CWHK Maintains UL/CSA Type 12 when properly installed Keylock handle
CWHNL Maintains UL Type 3, 4, 4X, 12 when properly installed Non-locking handle
CWHPTO Maintains UL/CSA Type 3, 4, 12 when properly installed Padlock handle

CWHNL is not suitable for 3-point latch operation.
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Door Stop Kit Door Stop Kit secures the door in the open position. Kit can be

installed at the top or bottom of a door which opens horizontally.

Door opening angle can be easily adjusted by means of a wing nut.

Stop arm slides neatly out of the way when the door is closed. All

parts are plated. Mounting hardware included.

« Door stop kits should not be installed on enclosures configured with a
swing-out panel or swing-out rack frame

« Door stop kits cannot be used with CONCEPT window doors

Bulletin: A80

| Catalog Number Finish |

| ADSTOPK Plated Steel |
Data Pockets Data Pockets provide convenient storage for wiring diagrams,

operation manuals and other documentation inside an enclosure.
Pocket mounts on studs located on the inside of a solid-door
enclosure. Constructed of high-impact thermoplastic, pockets are
dark gray and have cutout areas for easy access and visibility to
contents. Mounting hardware included.

Bulletin: UX1Y
Length x Width

Catalog Number in./mm Fits CONCEPT Enclosure

ADP1 6.00x6.00 when Ais less than or equal to 24
152x152 and Bis less than or equal to 24

ADP2 12.00x12.00 when Aiis greater than or equal to 30
305 x 305 and B is greater than or equal to 20

Use ADP2 when A=24and B=30

Lock Inserts Lock inserts can be substituted for the standard 3-mm double-bit
latch insert. Inserts have a chrome finish. Matching key is zinc die-
cast.

Bulletin: A4GY, CWY

Catalog Number Description
CLKTM7 Triangular 7-mm insert with key
9, - #, CLKSM7 Square 7-mm insert with key
. CLKDBM3 Double bit with key
CLKSLOT Slotted Insert no key

Mounting-Bracket Kits are field installable. Composite and stainless
steel brackets are rated to Type 4X. Set of four (4) brackets can
support 500 Ib. maximum load. All hardware is included. Four
brackets per kit.

Mounting brackets are required to maintain UL/CSA external mounting

requirement.
Bulletin: A80
Catalog Number Description
CMFK Steel
CMFKSS Stainless Steel
CMTGFT Composite
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CONCEPT® Accessories
Hinge Pins Contact Customer Service to order new mild steel hinge pins for an
existing product.
; \ P Bulletin: VM3
X > :,/ Catalog Number Description Qty. |
/ y /d GHPINMS Hinge Pin 2 |
&
&
Door Bars Non-metallic door bar includes pressure-sensitive tape adhesive.
Bulletin: CWY
Catalog Number Description Length Qty. |
ADB305MM Door Bar 8in. (203 mm) 4 |
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Notes

A PENTAIR COMPANY
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