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19-in. Rack-Mount Environmental Monitor Reports power and environmental data reported by internal and by 
remote sensors connected directly or to satellite PDUs. 
•• �Mounts conveniently with other 19-in. rack-mounted equipment
•• �Easy-to-read LCD display provides real-time readouts
•• �Includes five RJ11/RJ12 jacks
•• �Can connect up to 16 remote environmental sensors and satellite 

PDUs using accessory 5-way splitters
•• �Internal temperature sensor
•• �10/100 Ethernet connection jack
•• �6 VDC power supply with 10-ft. (1.1-m) cord included

Bulletin: DTHRM

Standard Sizes 

Catalog Number Type Voltage (VDC)
Height 
in./mm

Width 
in./mm

Depth 
in./mm

DE19B Environmental Monitor, 19-in. Rack-Mount 6 1.61
41

17.00
432

1.61
41

Compact Environmental Monitor

Only 1/3 the size of the rack-mount environmental monitor, it reports 
the same power and environmental data collected by the internal 
temperature sensor and by remote sensors connected directly or to 
satellite PDUs.
•• �Ideal for wall-mounted and other small cabinet applications where 

space is limited
•• �Includes one RJ11/RJ12 jack
•• �Can connect up to 16 remote environmental sensors and satellite 

PDUs using accessory 5-way splitters
•• �Internal temperature sensor
•• �10/100 Ethernet connection jack
•• �6 VDC power supply with 10-ft. (1.1-m) cord included

Bulletin: DTHRM

Catalog Number Voltage (VDC)
Height 
in./mm

Width 
in./mm

Depth 
in./mm

DEPC 6 1.50
38

5.25
133

1.50
38

 Environmental Monitor Selection Guide

Type

Built-in
Environmental
Sensors

Built-in
Power
Sensors

Max.
Number of
Remote
Sensors Connectors

Power
Monitoring Power Control Display

Indicator
Lights

19-in. Environmental
Monitor 

Temperature, airflow,
humidity, sound,
light

No 16 Five RJ11/RJ12 jacks, three I/Os Yes, via
satellite PDU

No Built-in display Power on,
Activity,
Idle

Compact Environmental
Monitor

Temperature No 16 One RJ11/RJ12 jack Yes, via
satellite PDU

No No No

Remote Temperature Sensor
Monitors temperature at the selected 
location.
Temperature Range: 
-67 F to +175 F, ±0.9 F 
(-55 C to +79 C, ±0.5 C)
Bulletin: DTHRM

Catalog Number Cable Length (ft.) Cable Length (m) Terminal Connection
DST 12.00 3.7 RJ11/RJ12
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Remote Temperature, Airflow and Humidity Sensors
Monitor temperature, airflow and 
relative humidity at the selected 
location.
Temperature Range: 
-67 F to +175 F, ±0.9 F
(-55 C to +79 C, ±0.5 C)
Airflow and Humidity Range: 
Unitless readings 0-99. Note readings 
when airflow and humidity are as 
desired. Higher readings represent 
proportionally higher airflow or 
humidity; lower readings represent 
proportionally lower airflow or 
humidity. Set alarms above and 
below desired setting to provide 
notification.
Bulletin: DTHRM

Catalog 
Number Description

Cable Length 
(ft.)

Cable 
Length (m)

Terminal 
Connection

DSTA Temperature and airflow sensor 12.00 3.7 RJ11/RJ12
DSTAH Temperature, Airflow and Humidity 

Sensor
12.00 3.7 RJ11/RJ12

Remote Door Position Sensor
Magnetic sensor monitors cabinet 
door position. Can turn on alarm 
when the monitored cabinet has 
been opened. Range: Unitless 
readings 0-99. Low reading means 
door is closed; high reading means it 
is open.
Bulletin: DTHRM

Catalog Number Cable Length (ft.) Cable Length (m) Terminal Connection
DSD 30.00 9.1 I/O port

Remote Water Sensor
Detects water at the sensor location. 
Can turn on alarm when water is 
detected. Range: Unitless readings 
0-99. Low reading means sensor 
location is dry; high reading means 
sensor location is wet.
Bulletin: DTHRM

Catalog Number Cable Length (ft.) Cable Length (m) Terminal Connection
DSW 20.00 6.1 I/O port

Web-Enabled Camera with Motion Detection
Sends continuous live video stream 
to web address. When motion 
detector is activated, sends e-mail 
alert and still images to local hard 
drive via web browser. Captures 
video in light levels as low as 1 
lux. Connects to Ethernet port on 
customer-supplied switch. Ethernet 
cable not included.
Bulletin: DTHRM

Catalog Number Terminal Connection
DWCM RJ45
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Smoke Alarm Kit
Smoke alarm with 5-15P plug and 
interface module. Provides audible 
alarm notification; can provide e-mail 
notification. Range: Unitless readings 
0-99. Low reading means alarm 
location is smoke-free; high reading 
means smoke is present.
Bulletin: DTHRM

Catalog Number Cable Length (ft.) Cable Length (m) Terminal Connection
DSSK 30 9.1 5-15R receptacle

City Power Monitor
Connects directly to city power 
feed via standard outlet; alerts 
when city power fluctuates. Ideal 
for down-time prevention when 
PDUs are connected directly to an 
uninterruptible power supply (UPS). 
Provides advance warning to prevent 
backup battery exhaustion. Range: 
Unitless readings 0-99. Low reading 
means power is off; reading greater 
than 50 means power level is normal.
Bulletin: DTHRM

Catalog Number Cable Length (ft.) Cable Length (m) Terminal Connection
DSCP 4.00 1.2 I/O port

Remote Display
Connects to control unit or master 
PDU and mounts outside the cabinet 
to provide at-a-glance viewing of 
user-selected readouts. Built-in 
audible alarm.
Bulletin: DTHRM

Catalog Number Cable Length (ft.) Cable Length (m) Terminal Connection
DRD 10.00 3.0 RJ11/RJ12

5-Way Splitter
Allows 5 remote sensors to connect 
to one RJ11/RJ12 receptacle on a 
PDU, Control Unit or Environmental 
Monitor.
Bulletin: DTHRM

Catalog Number Description Terminal Connection
DSPLIT 5-Way Splitter RJ11/RJ12

This document provided by Barr-Thorp Electric Co., Inc.   800-473-9123    www.barr-thorp.com



107

Networking: Cable/Power Management

Power Distribution Units (PDUs)

		


2

Subject to change without notice	 PH 763-422-2661 • FX 763-422-2588 • hoffmanonline.com	 © 2010 Pentair Technical Products

Sensor Connection Summary
Remote Sensor Catalog Number Description RJ11 / RJ12 I/O Port RJ45
DST Temperature Sensor •
DSTA Temperature and Airflow Sensor •
DSTAH Temperature, Airflow and Humidity Sensor •
DSD Door Sensor •
DSW Water Sensor •
DWCM Web-enabled Camera with Motion Detection •• �Connects to network port

DSSK Smoke Alarm Kit •
DSCP City Power Monitor •
DPS_ Satellite PDU •
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Smart PDU Software Application
The complete PDU and environmental monitoring system can be 
programmed and controlled online from a computer, PDA or WAP 
terminal.
•• �Integral software interfaces with the remote display and web 

camera
•• �Time is automatically set via internet time servers
•• �Static IP for viewing by web browser
•• �DHCP IP assignments

Network Protocols Supported
•• �DHCP
•• �HTTPS (SSL/TLS)
•• �SMTP/POP3
•• �HTTP
•• �ICMP
•• �TCP/IPMP

Data Access Formats
•• �HTML
•• �CVS/Plain Text
•• �WAP
•• �PDA-formatted HTML
•• �SNMP
•• �Telnet
•• �XML
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Smart PDU Component Application
Remote sensors and displays, environmental monitors and smoke alarms help to build a system that fits the unique requirements of each 
individual installation.
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Notes
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