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Fiber Management Spool
Fiber Management Spools mount 
inside the cabinet and help maintain 
proper bends when routing cable. 
Molded of black plastic. Includes 
thread-forming M5 mounting screws. 
Slots provided on flange for VELCRO® 
cable wrap.

VELCRO is a trademark of Velcro 
Industries B.V.
Bulletin: DTX

Catalog Number Radius (in.) Radius (mm) Pkg. Qty.
TOPTKSPL 1.18 30 4

Splitter Chassis
The Splitter Chassis provides 
mounting means and support for 
various sizes of fiber optic splitter 
modules.  Capacities range from 
three 1 x 16 modules to nine 1 x 32 
modules.  All models mount on a 
standard 19-in. rack.
Bulletin: DTX

Catalog Number

Connection
Module
Cutouts

Connection
Module
Capacity

Rack
Units

T1USPLTR 3 1 x 16 1
T2USPLTR 3 1 x 32 2
T3USPLTR 9 1 x 16 3
T5USPLTR 9 1 x 32 5

Fiber Optic Cabinet Pole-Mount Kit
The Pole-Mount Kit installs on the rear of the single-access cabinets 
using the hardware provided. No drilling or tapping of the cabinet 
is required. Installation instructions are provided for mounting to 
various types of poles.
Bulletin: DTX

Catalog Number Kit Includes Use With
T11FTTXPMK Channel and hardware for attaching to cabinet 11U Cabinet
T23FTTXPMK Channel and hardware for attaching to cabinet 23U Cabinet
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Clip Nut Package
Twenty plated clip nuts fit all rack-
mounting angles with .281-in. (7-mm) 
diameter holes (through-hole type).
Bulletin: A80, X20

Catalog Number Description Pkg. Qty. Fits
AN1032 Clip Nut 10-32 20 .281-diameter mounting holes
ANM5 Clip Nut M5 (Metric) 20 .281-diameter mounting holes

Screw Package
Screws attach rack panels and 
rack-mounted equipment to rack-
mounting angles.
Bulletin: A80, DACCY, X20

Catalog Number Description
AS1032 Screw 10-32 x 5/8 (package of 20)
AS1032250 Screw 10-32 x 5/8 (package of 250)
ASM5 M5 x 12 mm combo head, (package of 20)
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Custom OSP Cabinets

OPAL Pad-Mount DSL Cabinet

Industry Standards
EIA 310-D
Compliant with Telcordia NEBS™  GR-487-CORE
Main and end compartment are sealed to NEMA 4X
Optional battery compartment is ventilated to NEMA 3R
UL and CSA listings are available
Cabinet is RoHS compliant

NEBS is a trademark of Telcordia.

Application
Hoffman also provides the following custom platform cabinets:
•• �Universal backhaul cabinets
•• �Battery cabinets
•• �Power cabinets

For OSP questions, quotes and assistance, email: osp@
hoffmanonline.com

Outside plant aluminum OPAL Pad-Mount DSL Cabinets are designed 
to meet the demanding needs of the telecommunications industry. 
They are customizable and well suited for bringing combined 
broadband voice, data and video service into a neighborhood.

Developing the Ideal Configuration
These cabinets are designed and built to your specifications. Your 
Hoffman Sales Office will consult with you to design your cabinet, 
develop order numbers and place your order. 

They can be configured for any combination of 19-in. or 23-in. 
rack-mount communication devices, AC power distribution, cross 
connection, line protection, thermal management and battery 
backup.
Hoffman will consult with you to help design the most efficient 
cabinet possible. We can supply either integrated cabinet solutions, 
including AC power and thermal management or cabinets ready for 
your own integration resources to customize.
Contact your local Hoffman Sales Office for assistance.

Testing Capability at Hoffman
With our comprehensive in-house testing facilities, we can provide 
validation of your specific product requirements, including:
•• �NEMA testing
•• �UL testing
•• �Seismic testing
•• �Vibration and shock resistance

•• �Thermal performance
•• �Fire resistance
•• �Wind resistance
•• �Paint finish
•• �Salt spray corrosion
•• �Acoustical noise 
•• �Electromagnetic compliance
•• �Dust tightness
•• �Impact and firearms resistance

Features
•• �Main equipment compartment has full access doors on front and 

rear
•• �Main equipment compartment can be configured with 19-in. or 

23-in. mounting rails
•• �End compartment can be configured for cross connection and AC 

power distribution
•• �Copper bonding bars are provided in the main and end 

compartments
•• �Rack mounting capacity from 12RU (21 in.) to 104RU (182 in.)
•• �Optional battery compartment fits beneath the sealed cabinet
•• �Removable solar shield and lifting lugs are standard 
•• �Includes mounting provisions for fastening to a concrete or 

composite pad
•• �Cabinet can be equipped with a heat exchanger or air conditioner
•• �Cooling capacity from 500 W to 3,500 W
•• �Heating capacity to 1,500 W
•• �Insulation is available
•• �EMI/RFI shielding is available

Specifications
•• �Cabinet is made from .125-in.-thick, Type 5052-H32 aluminum
•• �Seams continuously welded and ground smooth
•• �Heavy gauge continuous hinges on all doors 
•• �All fasteners are stainless steel

Finish
Finish is outdoor-grade polyester powder paint. A selection of colors 
is available, including Telco beige and green. Graffiti-resistant paints 
are available. Contact your Hoffman Sales Office for details.

Accessories
Compact Cooling Fans, page 213
Temperature Control Switches, page 216
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COMLINE® Vertical Pole-Mount Cabinet

Industry Standards
EIA 310-D
Compliant with Telcordia NEBS™  GR-487-CORE
Equipment compartment sealed to NEMA 4X
Optionally, compartment can be ventilated to NEMA 3R
UL and CSA listings are available
Cabinet is RoHS-compliant

NEBS is a trademark of Telcordia.

Application
Hoffman also provides the following custom platform cabinets:
•• �Universal backhaul cabinets
•• �Battery cabinets
•• �Power cabinets

For OSP questions, quotes and assistance, email:
  osp@hoffmanonline.com

COMLINE® Pole-Mount Cabinets are ideal for telecommunication 
industry applications. They are unique in orienting 19-in. equipment 
vertically, which makes them especially suitable for pole applications 
in which a relatively small amount of equipment must be housed 
in a very compact enclosure and where wind resistance is a design 
consideration.

Developing the Ideal Configuration
These cabinets are designed and built to your specifications. Your 
Hoffman Sales Office will consult with you to design your cabinet, 
develop order numbers and place your order.

Hoffman will consult with you to help design the most efficient 
cabinet possible.  We can supply either integrated cabinet solutions, 
including AC power and thermal management or cabinets ready for 
your own integration resources to customize.
Contact your local Hoffman Sales Office for assistance.

Testing Capability at Hoffman
With our comprehensive in-house testing facilities, we can provide 
validation of your specific product requirements, including:
•• �NEMA testing

•• �UL testing
•• �Seismic testing
•• �Vibration and shock resistance
•• �Thermal performance
•• �Fire resistance
•• �Wind resistance
•• �Paint finish
•• �Salt spray corrosion
•• �Acoustical noise 
•• �Electromagnetic compliance
•• �Dust tightness
•• �Impact and firearms resistance

Features
•• �Equipment compartment can be configured with 19-in. or 23-in. 

mounting rails
•• �Rack-mounting capacity from 5U (8.75 in.) to 10U (17.50 in.)
•• �Equipment compartment can have full access doors on front and 

rear or on front only
•• �Pole-mounting and wall-mounting provisions are included
•• �Removable solar shield is standard
•• �A variety of door latches is available, typical solution is a 

padlockable L-handle
•• �Lifting provisions are available
•• �Cabinet can be equipped with a heat exchanger or air conditioner 

(heat exchanger is pictured)
•• �Cooling capacity from 40 W to 600 W
•• �Heating capacity to 400 W
•• �Insulation is available
•• �EMI/RFI shielding is available

Specifications
•• �Cabinet is made from Type 5052-H32 aluminum
•• �Seams continuously welded and ground smooth
•• �All fasteners are stainless steel

Finish
Finish is outdoor-grade polyester powder paint in a wide selection of 
colors. Graffiti-resistant paints are available. Contact your Hoffman 
Sales Office for details.
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Thermal Considerations 

Height x Width
x Depth 

Max. Ambient
Temp. (°F)

Desired
Max. Internal
Temp. (°F)

Internal
Heat Load
(W)

Solar
Shielding

Internal Temp.
Without Cooling (°F)

Proposed
Cooling
Solution

Size of
Cooling Solution

Standard
Hoffman/McLean
Item

24.00 x 12.00 x 12.00 105 149 100 Yes 141 none required N/A N/A
24.00 x 12.00 x 12.00 105 149 100 No 169 HX 2 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 150 Yes 158 HX 2 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 150 No 187 HX 5 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 200 Yes 176 HX 4 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 200 No 204 HX 7 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 250 Yes 194 HX 5 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 250 No 221 AC 1500 BTU/hr. T15
24.00 x 12.00 x 12.00 105 149 300 Yes 212 HX 7 W/K PROAIR XR20-04
24.00 x 12.00 x 12.00 105 149 300 No 239 AC 2000 BTU/hr. T20
24.00 x 12.00 x 12.00 105 149 350 Yes 229 AC 2000 BTU/hr. T20
24.00 x 12.00 x 12.00 105 149 350 No 256 AC 2000 BTU/hr. T20
Some applications require mechanical heating or cooling to maintain desired internal cabinet temperatures. The chart shows an example of the amount of cooling that might be required for a particular size cabinet with 
different equipment heat loads.
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