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Crimping tools for other contacts

​• Ratchet for precise crimping.
• Release option in the event of incorrect 

operation

Technical data
Tool data
Length
Weight

Note

​• For fibre-optic SC/ST and IP 67 connectors
• For fibre-optic LC and IP 67 connectors

Ordering data
Version

Note

Accessories

Note

IE-CT-SC-GOF / IE-CT-LC-GOF

Crimping tools for IP 67 plugs

IE-CT-SC-GOF IE-CT-LC-GOF
250 250
730 730

Type Qty Order No.

IE-CT-SC-GOF 1 9205320000

IE-CT-LC-GOF 1 9205330000

Type Qty Order No.

IE-CTI-SC-GOF 1 9205280000

IE-CTI-LC-GOF 1 9205290000

IE-CT-SC-POF / IE-CT-SC-GOF-P

Crimping tools for IP 67 plugs

​• For polymer fibre-optic SC/ST and IP 67 
connectors

• For fibre-optic, ProfiNet, Mobil cable SC/ST and 
IP 67 connectors 

IE-CT-SC-POF IE-CT-SC-GOF-P
250 250
730 730

Type Qty Order No.

IE-CT-SC-POF 1 9205340000

IE-CT-SC-GOF-P 1 9205350000

Type Qty Order No.

IE-CTI-SC-POF 1 9205300000

IE-CTI-SC-GOF-P 1 9205310000
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Crimping tools for other contacts

​• Ratchet for precise crimping.
• Release option in the event of incorrect 

operation

A = Width across flats
B = Crimping width
C = Ø Outer sleeve of the coaxial plug
D = Ø Centre contact

Technical data
Description of contact
Type of contact
Station 1: A / B mm
Station 2: A / B mm
Station 3: A / B -
C mm
D mm
Tool data
Length mm
Weight g

Note

Ordering data
Version

Note

HTG174 / HTX138 / HTX188

​For coaxial connectors such as BNC, TNC and 
N plugs

• HTX 138
 for connectors on Twinax coaxial cable

HTG 174 HTX 138 HTX 188
Coaxial connector Coaxial connector Coaxial connector
4.52 / 10 8.24 / 10 3.25 / 10
1.72 / 2.3 1.72 / 2.3 1.72 / 2.3

7.5 9.5
2 2 2

200 200 200
420 420 420

Type Qty Order No.

HTG 174 1 9012410000

HTX 138 1 9012400000

HTX 188 1 9011990000

HTG 58 / HTG 59 / HTG 58/59

​For coaxial connectors such as BNC and TNC 
plugs

• With cables RG 58, RG 59, RG 62,RG 71....

HTG 58 HTG 58/59 HTG 59
Coaxial connector Coaxial connector Coaxial connector
5.4 / 10 5.4 / 10 6.48 / 10
1.72 / 2.3 6.48 / 10 1.72 / 2.3

1.72 / 2.3
6.2 6.2 7.5
2 2 2

200 200 200
420 420 420

Type Qty Order No.

HTG 58 1 9012000000

HTG 58/59 1 9012020000

HTG 59 1 9012010000
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Crimping tools for other contacts

​• Ratchet for precise crimping.
• Release option in the event of incorrect 

operation

Technical data
Description of contact
Type of contact
Station 1: A / B mm
Station 2: A / B mm
Station 3: A / B -
C mm
D mm
Tool data
Length mm
Weight g

Note

Ordering data
Version

Note

CTX 500 / 501 / 502

​For coaxial connectors such as BNC, TNC and N 
plugs with coaxial cable

CTX 500 CTX 501 CTX 502
Coaxial connector Coaxial connector Coaxial connector
10.54 / 12 10.9 / 12 9.3 / 12
2.54 / 3.17 2.45 / 3.17 1.75 / 2.3

12.2 12.6 10.7
2.9 2.8 2

250 250 250
730 730 730

Type Qty Order No.

CTX 500 1 9006320000

CTX 501 1 9006370000

CTX 502 1 9006380000

HTF SUB-D

AWG 28...20

​For SUB-D contacts with open crimping claw

AWG 28....20

HTF SUB-D
SUB-D

200
438

Type Qty Order No.

HTF SUB-D 1 9013260000
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Crimping tools for other contacts

​• Ratchet for precise crimping.
• Release option in the event of incorrect 

operation
• With stop for exact positioning of the contacts.
• Contact and insulation are crimped in one step

Technical data
Description of contact
Type of contact
Crimping range AWG
Crimping range 1 (with multiple crimping positions) AWG
Crimping range 2 (with multiple crimping positions) AWG
Crimping range 3 (with multiple crimping positions) AWG
Crimping range 4 (with multiple crimping positions) AWG
Crimping range 5 (with multiple crimping positions) -
Tool data
Length mm
Weight g

Note

​HTF RSV 16
AWG 26...16 (~0.14...1.5 mm²)

HTF RSV 12
AWG 4...12 (~2.5 mm²)

Ordering data
Version

Note

HTF RSV 12 / HTF RSV 16

0.14...2.5 mm²

HTF RSV 12 HTF RSV 16 WI
RSV and DSTV-HD RSV and DSTV-HD
14...12 26...16
14 26...24
12 22...20

20...20
18...16

205 205
445 445

Type Qty Order No.

HTF RSV 12 1 9013550000

HTF RSV 16 WI 1 9013560000

HTF ZRV / HTF DFF

0.2...2.5 mm²

​HTF DFF
for contacts from the Weidmüller DFF Series

• 0.22...2.5 mm² (~AWG 24...12)

HTF ZRV
for contacts from the Weidmüller ZRV contact 
system and for MKF flat contacts from Grote & 
Hartmann and similar designs.

• 0.2...1.0 mm² (~AWG 24...17)

HTF ZRV HTF DFF
Weidmüller ZRV Weidmüller DFF
0.2...1 0.22...2.5
0.2...0.35 0.22...0.35
0.5...1 0.5...1

1.5...2.5

200 205
436 445

Type Qty Order No.

HTF ZRV 1 9014840000

HTF DFF 1 9014140000
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Pressing tools

Technical data

​• Pressing tool for modular plug connectors of the 
WE system (Western Electric and DEC)

• Ratchet for precise crimping.
• Release option in the event of incorrect 

operation

Three functions:
• Pressing of plug connectors
• Pressing of enclosure shielding
• Crimping of cable shielding

Description of contact
No. of poles
Tool data
Length mm
Weight g

Note

Version

Note

TT 8 GH

Type Qty Order No.

TT 8GH 1 9005640000

Ordering data

TT 8GH
8

260
750

Pressing of IDC contacts

Pressing of shielded enclosures

Crimping of shielded cable

​For 8-pole (RJ45) shielded plug (Hirose) for 
shielded data cables

AWG 28...24

TT 8 RS MP 8

​For 8-pole shielded RJ45 plug

AWG 27...24

TT 8 RS MP 8
8

255
1251

Type Qty Order No.

TT 8 RS MP 8 1 9202800000
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Pressing tools

Technical data

​• �Pressing tool for the WE (Western Electric) and 
DEC modular connector systems

• Ratchet for precise crimping.
• Release option in the event of incorrect 

operation

3 functions:
• Cutting
• Stripping
• Crimping

Description of contact
No. of poles
Tool data
Length mm
Weight g

Note

Version

Note

Note

TT 864 RS WE

Type Qty Order No.

TT 864 RS 1 9008120000

Type Qty Order No.

ERSATZMESSERSATZ TT864 1 9008130000
Spare bit set (order no.: 9008130000)

Ordering data

TT 864 RS
4, 6 and 8

205
525

Accessories

strain-relief cable

strain-relief wires

IDC contacts

​For up to 8-pole flat ribbon or flat-oval data cables

AWG 28...24

• For attachment of:
 4-pole WE plugs
 6-pole (RJ12) WE plugs
 6-pole (DEC) WE plugs
 10-pole (RJ45) WE plugs
• Triple crimping for RJ45
• For AMP plugs or versions with similar design
• Other versions on request

TT 1064 RS WE

​For up to 10-pole flat ribbon or flat-oval data 
cables

AWG 28...24

• For attachment of:
 4-pole WE plugs
 6-pole (RJ12) WE plugs
 6-pole (DEC) WE plugs
10-pole (RJ45) WE plugs
• Triple crimping for RJ45
• For AMP plugs or versions with similar design
• Other versions on request

TT 1064RS
10, 6 and 4

205
531

Type Qty Order No.

TT 1064RS 1 9008190000

Type Qty Order No.

ERSATZMESSERSATZ TT864 1 9008130000
Spare bit set (order no.: 9008130000)
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Crimping tools for connectors

​• For insulated and uninsulated cable lugs and 
connectors

• Mechanical function ensures safe and 
manageable operations under different 
environmental conditions

• Precision engineering means high pressing force 
with little physical effort

• Fast feed helps pre-centering and extraction of 
the connecting parts

• Ratchet for proper trouble-free crimping
• Release option in the event of incorrect 

operation
• Comprehensive range of crimp inserts 

conforming with standards

Technical data
Description of contact
Pressing force / Deviation kN/mm
Crimping range for copper connector (rolled) mm²
Crimping range for copper tube connector mm²
Crimping range for insulated connectors mm²
Crimping range of wire end ferrule mm²
Tool data
Length / Weight mm/kg

Note

​• Tubular cable lugs ranging from 6...120 mm²
• Rolled CU-connectors ranging from 6...70 mm²
• Wire-end ferrules ranging from 25...95 mm²
• Retractable head for easy withdrawal of crimped 

connection

Ordering data
Version

Note

Accessories

Note

MTR 35 / MTR 110

6...120 mm²

MTR 35 MTR 110
25 / 8 55 / 10
6...35 6...70
6...50 10...120
10...25 10...35
25...50 70...95

270 / 1.3 420 / 2
For more details see crimp inserts on the following pages

Type Qty Order No.

MTR 35 1 9017500000

MTR 110 1 9018020000

Type Qty Order No.

MTR 35 - MTR 110 1 9017840000

MTR 35 - MTR 110 1 9018040000
Crimping inserts see on the following pages

MTR 160 / MTR 300

10...300 mm²

​• Tubular cable lugs ranging from 10...300 mm²
• Rolled CU connectors ranging from 10...150 

mm²
• Retractable head for easy withdrawal of crimped 

connection (only MTR 300)

MTR 300
Turntable presses: 25...240 ms; 35...240 sec

MTR 160 MTR 300
100 / 16 100 / 16
10...150 10...150
10...240 10...300

10...120

540 / 4 540 / 4
For more details see crimp inserts on the following pages​
sm: sector conductor stranded; se: sector single conductor

Type Qty Order No.

MTR 160 1 9017250000

MTR 300 1 9021390000

Type Qty Order No.

MTR 160 - MTR 300 1 9021420000

MTR 160 - MTR 300 1 9017270000
Crimping inserts see on the following pages
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Crimping inserts

MTR 35
Cross-section Code to Crimping width Order No.

[mm2] DIN 48083 [mm]

Die sets for copper tube cable lugs and connectors DIN 46235
  6   5 5.5 9017550000

10   6 5.5 9017560000

16   8 5.5 9017570000

25 10 5.5 9017580000

35 12 5.5 9017590000
50 14 5.5 9017760000

Cross-section Code to Crimping width Order No.
[mm2] DIN 48083 [mm]

Die sets for aluminium tube cable lugs and connectors DIN 46329
25 12 7.0 9017600000

35 14 7.0 9017610000

Cross-section [mm2] Crimping width [mm] Order No.

Die sets for copper tube cable lugs and connectors standard types
  6 6.0 9017770000

10 6.0 9017620000

16 6.0 9017630000

25 6.0 9017640000

35 6.0 9017650000
50 6.0 9017660000

Cross-section [mm2] Order No.

Stamp and dies for copper cable lugs and connectors, 

DIN 46234, DIN 46230
Stamp

6–35 9017670000

Die

  6 9017680000

10 9017690000

16 9017700000

25 9017710000

35 9017720000
with control mark

Cross-section [mm2] Order No.

Die sets for insulated cable lugs and connectors,  

DIN 46231, 46237
10 9017990000

16 9018000000
25 9018010000

Cross-section [mm2] Order No.

Stamp and dies for wire end ferrules
Stamp	 25–50 9017970000

Die 25 9017740000

Die 35 9017750000
Die 50 9017540000

MTR 110
Cross-section Code to Crimping width Order No.

[mm2] DIN 48083 [mm]

Die sets for copper tube cable lugs and connectors DIN 46235
10/70 6/16 5.5 9018100000

16/35 8/12 5.5 9018110000

25/50 10/14 5.5 9018120000

  95 18 5.5 9018130000

120 20 5.5 9018140000

Cross-section Code to Crimping width Order No.
[mm2] DIN 48083 [mm]

Die sets for aluminium tube cable lugs and connectors DIN 46329
16/35 10/14 7.0 9018800000

25/50 12/16 7.0 9018810000

70 18 7.0 9018820000

Cross-section [mm2] Crimping width [mm] Order No.

Die sets for copper tube cable lugs and connectors standard types
10/70 7.0 9018400000

16/35 7.0 9018410000

25/50 7.0 9018420000

  95 5.5 9018430000

120 5.5 9018440000

Cross-section [mm2] Order No.

Stamp and dies for copper cable lugs and connectors,  

DIN 46234, DIN 46230
Stamp

6–70 9018500000

4-way die

10/16/25/35 9018600000

16/25/35/50 9018610000

2-way die

  6/50 9018620000

10/70 9018630000

Single die

70 9018640000
with control mark

Cross-section [mm2] Crimping width [mm] Order No.

Die sets for insulated cable lugs and connectors,  

DIN 46231, 46237
10 7.0 9018700000

16 8.0 9018710000

25 9.0 9018720000

35 9.5 9018730000

Oval crimp with control mark 

Crimping insert with spring-mounted locator

Prerounding die sets Cu/Al for sectored cable

25/50 12 9018450000

35/70 12 9018460000
95 12 9018470000

Cross-section [mm2] Order No.

Die sets for wire end ferrules
Pair of dies

70 9023360000

95 9023370000

This document provided by Barr-Thorp Electric Co., Inc.   800-473-9123    www.barr-thorp.com



C
ri

m
p

in
g

D

D.28

Crimping inserts

MTR 160
Cross-section Code to Crimping width Order No.

[mm2] DIN 48083 [mm]

Die sets for copper tube cable lugs and connectors DIN 46235
  10   6 7.0 9020900000

  16   8 7.0 9020910000

  25 10 7.0 9020920000

  35 12 7.0 9020930000

  50 14 7.0 9020940000

  70 16 7.0 9020950000

  95 18 7.0 9020960000

120 20 7.0 9020970000

150 22 7.0 9020980000

185 25 7.0 9020990000

240 28 7.0 9021000000

Cross-section [mm2] Crimping width [mm] Order No.

Die sets for copper tube cable lugs and connectors standard types
10/25 9.8 9021750000

16/35 9.8 9021760000

  50 8.0 9021770000

  70 8.0 9021780000

  95 8.0 9021790000

120 8.0 9021800000

150 8.0 9021810000

185 8.0 9021820000
240 8.0 9021830000

Cross-section [mm2] Order No.

Die sets for copper cable lugs and connectors, 

DIN 46234, DIN 46230
  10 9021300000

  16 9021310000

  25 9021320000

  35 9021330000

  50 9021340000

  70 9021350000

  95 9021360000

120 9021370000

150 9021380000
with control mark

MTR 300
Cross-section Code to Crimping width Order No.

[mm2] DIN 48083 [mm]

Die sets for copper tube cable lugs and connectors DIN 46235
  10   6 7.0 9021430000

  16   8 7.0 9021440000

  25 10 7.0 9021450000

  35 12 7.0 9021460000

  50 14 7.0 9021470000

  70 16 7.0 9021480000

  95 18 7.0 9022290000

120 20 7.0 9022300000

150 22 7.0 9022310000

185 25 7.0 9022320000

240 28 7.0 9022330000
300 32 7.0 9022340000

Cross-section Code to Crimping width Order No.
[mm2] DIN 48083 [mm]

Die sets for aluminium tube cable lugs and connectors, DIN 46329
300 34 7.0 9918190000

Cross-section [mm2] Crimping width [mm] Order No.

Die sets for copper tube cable lugs and connectors standard types
10/25 9.8 9024010000

16/35 9.8 9024400000

  50 8.0 9024410000

  70 8.0 9024420000

  95 8.0 9024430000

120 8.0 9025210000

150 8.0 9025220000

185 8.0 9025230000
240 8.0 9028020000

Cross-section [mm2] Order No.

Die sets for copper cable lugs and connectors,  

DIN 46234, DIN 46230
2-way die

16/35 9022360000

10/70  9022350000

25/50  9022370000

Stamp

10 - 70  9022990000

Single die

  95  9022380000

120 9022390000

150 9022400000

Stamp
95-150 9023110000

Cross-section [mm2] Order No.

Die sets for insulated copper cable lugs and connectors,

DIN 46231, 46237
  10 9016180000

  16 9016190000

  25 9016200000

  35 9016210000

  50 9016220000

  70 9016230000

  95 9016240000
120 9016250000

Prerounding die sets Cu/Al for sectored cable
  25 sm/35 se 9016260000

  35 sm/50 se 9016270000

  50 sm/70 se 9016280000

  70 sm/95 se 9016290000

  95 sm/120 se 9016370000

120 sm/150 se 9016380000

150 sm/185 se 9016390000

185 sm/240 se 9016440000
240 sm 9016500000
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Insertion tool for twisted-pair cable

Technical data

​For connecting twisted-pair cable to terminal 
rails with IDC contacts e. g. in main and floor 
distributors, and in modular wall junction boxes for 
structured building cabling.

Length / Width / Height mm
Weight g

Note

Version

Note

Note

PDT

Type Qty Order No.

PUNCH DOWN TOOL PDT 1 9013970000

(without blade)

Type Qty Order No.

PD blade Krone LSA Plus (scissor) 1 9014050000

PD blade 110 1 9013960000

PD blade 630 1 9013990000

PD blade 66 1 9013980000

PD blade Krone LSA Plus (standard) 1 9014000000

Ordering data

PUNCH DOWN TOOL PDT
160 / 37 / 29
142

Accessories

​The punch-down tool has the following features:

• Mechanics made from metal components
• Adjustable pressing force for conductor sizes 

AWG 20 to AWG 28
• Different blades for connector blocks of type 

110 from AT&T, type 66, type LSA Plus from 
Krone (Standard and scissors cutting function) 
as well as for telephone outlets 630A6

• Incision blades with 2 functions: incision or 
incision with cutting off of remaining conductor

• Storage compartment for one blade

A = PD blade 110
B = PD blade 66
C = PD blade 630
D = PD blade Krone LSA (standard)
E = PD blade Krone LSA (scissor)
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Other crimping tools

Technical data

Length mm
Weight g

Note

Version

Note

CZ 22 E

Type Qty Order No.

CZ 22 E 0,5-1,5 1 0560400000

Ordering data

CZ 22 E 0,5-1,5
230
570

​Crimping tool for processing of the contacts C1 
E/K and C1 E/L (MS system)

• 2 crimp profiles in one die for conductor cross-
sections:

1. Crimp profile AWG 26-22
2. Crimp profile 0.5-1.5 mm² and AWG 18/19

HDC CM 20

​HDC CM 20
• For stamped contacts on roll from 0.08...0.5 

mm²
• Contact diameter 1 mm
• Stamped Sub-D contacts
• Stamped CM 20 contacts

HDC-CM-20
230
650

Type Qty Order No.

HDC-CM-20 1 1700900000

C
ri

m
p

in
g

Other crimping tools

This document provided by Barr-Thorp Electric Co., Inc.   800-473-9123    www.barr-thorp.com



D

D.31

Removal Tool CM3, CM5, HD

​CM3 Removal Tool 
Contact release tool for freeing crimp contacts in 
the Concept  CM3 module
CM5 Removal Tool
Contact release tool for freeing crimp contacts in 
the Concept CM5 module
HD Removal Tool 
Contact release tool for freeing crimp contacts in 
the Concept CM10 module

Type Qty Order No.

Removal Tool CM 3 1 1866710000

Removal Tool CM 5 1 1866720000

Removal Tool HD 1 1866730000

Ordering data

Removal Tool M20

​Contact release tool for releasing crimp contacts 
in ConCept CM20 modules

Type Qty Order No.

Removal Tool CM 20 1 1866740000

Ordering data

Removal Tool HE

​Contact release tool for ConCept HE modules, 
and for releasing crimp contacts in ConCept CM4 
modules

Type Qty Order No.

Removal Tool HE 1 1866750000

Ordering data

HDC-DW RSV 1.6

​Contact release tool for ConCept modules, or for 
dismantling stamped HD pin and socket contacts 
of type CB/CS and GB/GS

Type Qty Order No.

DW RSV 1.6 1 9004530000

Ordering data

DFF-C

​Disengaging tool for removing crimp contacts 
clipped in BLAC enclosures

Type Qty Order No.

DFF-C ENTRIEGELUNGSWZ. 1 9014210000

Ordering data
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HTX-HDC/POF
POF crimping

​Crimping of fibre optic contacts „polymer optical 
fibre“ (POF).

• For plug and socket
• Ratchet for precise crimping.
• Unlocks in case of incorrect operation
• Locator for precise contact positioning

Contacts:
• Fibre-optic HD-contact socket for ø 1.0mm POF
• Fibre-optic HD-contact pin for ø 1.0mm POF

Type Qty Order No.

HTX-HDC/POF 1 9010950000

Length
Weight

200 mm
438 g

Technical data

Ordering data

PB LWL/POF / PS LWL/POF
POF polishing

​For processing the cut surface of fibre-optic 
cables with polymer optical fibre (POF).

• Buffing disc (PS LWL/POF)
• Buffing sheet (PB LWL/POF)

Type Qty Order No.

PS LWL/POF 1 9020390000

PB LWL/POF 1 9020400000

Ordering data

AM LWL/POF
POF stripping

​Stripping fibre-optic cables. Fibre-optic cables 
with polymer optical fibre (POF).

• Longitudinal stop with scale is built into the tool
• Stripping direction is lengthwise to the fibre
• No damage to the optical fibre

Type Qty Order No.

AM LWL/POF 1 9020360000

Ordering data
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This document provided by Barr-Thorp Electric Co., Inc.   800-473-9123    www.barr-thorp.com



D

D.33

Cable tie tools

Technical data

Length mm
Weight g

Note

Version

Note

RT 1

Type Qty Order No.

CABLE TIE TOOL RT-1 1 1296000000

For detailed information, refer to cable ties in the „Marking Systems“ 
catalogue.

Ordering data

CABLE TIE TOOL RT-1
160
260

​For plastic cable ties of 2.5...4.8 mm width and 
with a thickness of max. 1.6 mm.

• Tensioning and separating of cable ties in one 
step

• The tensioning force can be adjusted over a 
wide range to cover small to standard cable ties.

• For cable bundles of 1.6 mm to 100 mm 
diameter

WSM tool automatic

​For steel cable ties with a width of 4.6 mm

• Tensioning and automatic separation of leftover 
cable tie in one step

• For steel cable ties, e.g., Weidsteel from 
Weidmüller

WSM TOOL AUTOMATIC
275
579

Type Qty Order No.

WSM TOOL AUTOMATIK 1 1774470000
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Cable tie tools

Technical data

Length mm
Weight g

Note

Version

Note

WSM tool manual

Type Qty Order No.

WSM TOOL MANUELL 1 1774480000

Ordering data

WSM TOOL MANUAL
220
633

​For steel cable ties with a width of 4.6 mm

• For tensioning steel cable ties. The surplus end 
is then broken off by twisting it 90°.
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Introduction

Working on live systems calls for special safety procedures 
and special tools specially produced and tested for such 
applications. 

Weidmüller can provide users with a complete range of pliers 
complying with national and international testing standards.
All Weidmüller pliers are produced and tested to DIN EN 60900.

Their ergonomic design fits snugly in the hand, resulting in 
a more natural, non-fatiguing hand position so you don’t 
catch your fingers. 

Pliers
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VDE-insulated combination pliers

​up to 1000 V (AC) and 1500 V (DC) protective 
insulation to IEC 900, DIN EN 60900
• drop-forged from high-quality special tool steels
• safety handle with ergonomic and non-slip TPE 

VDE sleeve
• made from shockproof, heat-and cold-resistant, 

not readily flammable, cadmium-free TPE 
(thermoplastic elastomer)

• elastic grip zone and hard core
•  polished surface
• nickel-chromium electrogalvanised coating 

protects against corrosion

Technical data
Cutting performance
Conductor diameter, max. (H) mm
Conductor diameter, max. (MH) mm
Tool data
Cutter hardness HRC
Total length mm
Weight g

Note

Ordering data
Version

Note

KBZ 160 / KBZ 180 / KBZ 200

Combination pliers

​Combination pliers acc. to DIN ISO 5746
• With opening gap (see diagram)
Foil and sheet up to a thickness of 2.5 mm can be 
gripped with the tip
When thickness does not exceed 2.5 mm, the 
gripping force pulls the workpiece towards the 
joint
• Extra-long cutter for ribbon and round cables
• For cutting soft and hard wire
• Cutting edges inductively hardened to approx. 

60 HRC

KBZ 160 KBZ 180 KBZ 200
1.8 2.5 2.5
2.5 2.8 3

60 60 60
160 180 200
230 290 362
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

KBZ 160 1 9046280000

KBZ 180 1 9046290000

KBZ 200 1 9046300000

KBZI 200

Heavy-duty combination pliers  
(telephone pliers)

​Telegraph pliers (combination pliers), acc. to 
DIN 5746
• Heavy-duty model for tough demanding jobs
• Extra-long cutter for ribbon and round cables
• For cutting soft and hard wire
• Cutting edges inductively hardened to approx. 

60 HRC

KBZI 200
2.5
3

60
200
412
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

KBZI 200 1 9046430000
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VDE-insulated diagonal-cutting pliers

​up to 1000 V (AC) and 1500 V (DC)
protective insulation to IEC 900, DIN EN 
60900
•  drop-forged from high-quality special tool steels
•  safety handle with ergonomic and non-slip TPE 

VDE sleeve
•  made from shockproof, heat-and cold-resistant, 

not readily flammable, cadmium-free TPE 
(thermoplastic elastomer)

• elastic grip zone and hard core
•  polished surface
• nickel-chromium electrogalvanised coating 

protects against corrosion

Technical data
Cutting performance
Conductor diameter, max. (H) mm
Conductor diameter, max. (MH) mm
Conductor diameter, max. (P) mm
Tool data
Cutter hardness HRC
Total length mm
Weight g

Note

Ordering data
Version

Note

KSE 160 / KSE 200 / SE TOP

Professional diagonal-cutting pliers for piano 
wire

​Diagonal-cutting pliers, acc. to DIN ISO 5749
• Cutting edges inductively hardened to approx. 

64 HRC
• For cutting soft wire and piano wire

KSE 160 - KSE 200
• Optimized transmission of force
• Optimized precision cutting edge

SE TOP
• With inlaid joint
• Extra-fine precision cutting edge

KSE 160 KSE 200 SE TOP
2.5 3 2.5
3.5 4.2 3.5
2 2.5 2

64 64 64
160 200 160
243 325 251
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

KSE 160 1 9046410000

KSE 200 1 9046420000

SE TOP 1 9046340000

SE HD 140 / SE HD 160 / SE HD 180

Diagonal-cutting pliers for hard wire

​Diagonal-cutting pliers, acc. to DIN ISO 5749

• With inlaid joint
• With precision cutting edges
• Cutting edges inductively hardened to approx. 

62 HRC
• Special tool steel

SE HD 140 SE HD 160 SE HD 180
2 2.3 3
2.8 3 3.8
1.4 1.6 1.8

62 62 62
140 160 180
203 253 291
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

SE HD 140 1 9046310000

SE HD 160 1 9046320000

SE HD 180 1 9046330000

P
lie

rs

VDE-insulated diagonal-cutting pliers
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VDE-insulated telephone pliers

​up to 1000 V (AC) and 1500 V (DC) protective 
insulation to IEC 900, DIN EN 60900
• drop-forged from high-quality special tool steels
• safety handle with ergonomic and non-slip TPE 

VDE sleeve
• made from shockproof, heat-and cold-resistant, 

not readily flammable, cadmium-free TPE 
(thermoplastic elastomer)

• elastic grip zone and hard core
• polished surface
• nickel-chromium electrogalvanised coating 

protects against corrosion

Technical data
Cutting performance
Conductor diameter, max. (H) mm
Conductor diameter, max. (MH) mm
Tool data
Cutter hardness HRC
Total length mm
Weight g

Note

​Bent telephone pliers with cutter
acc. to DIN ISO 5745
• Half-rounded jaws
• Serrated gripping surfaces
• Tip bent at 45°
• Cutting edges inductively hardened to approx. 

60 HRC
• Special tool steel

Ordering data
Version

Note

FRZ SG 160 / FRZ SG 200

Bent half-round-nose pliers with cutter  
(telephone pliers)

FRZ SG 160 FRZ SG 200
1.6 1.8
2.5 2.8

60 60
160 200
162 207
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

FRZ SG 160 1 9046390000

FRZ SG 200 1 9046400000

FRZ S 160 / FRZ S 200

Half-round-nose pliers with cutter  
(telephone pliers)

​Telephone pliers with cutter to DIN ISO 5745
• Half-rounded jaws
• Serrated gripping surfaces
• Cutting edges inductively hardened to approx. 

60 HRC
• Special tool steel

FRZ S 160 FRZ S 200
1.6 1.8
2.5 2.8

60 60
160 200
170 224
(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

FRZ S 160 1 9046370000

FRZ S 200 1 9046380000
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VDE-insulated flat- and round-nose 
pliers

Technical data

​up to 1000 V (AC) and 1500 V (DC)
protective insulation to IEC 900, DIN EN 
60900
•  drop-forged from high-quality special tool steels
•  safety handle with ergonomic and non-slip TPE 

VDE sleeve
•  made from shockproof, heat-and cold-resistant, 

not readily flammable, cadmium-free TPE 
(thermoplastic elastomer)

• elastic grip zone and hard core
•  polished surface
• nickel-chromium electrogalvanised coating 

protects against corrosion

Tool data
Total length mm
Weight g

Note

Version

Note

Flat-nose pliers

FZ 160

Type Qty Order No.

FZ 160 1 9046350000

Ordering data

FZ 160
160
163

​Flat-nose pliers acc. to DIN ISO 5745
• Serrated gripping surface
• With long jaw

RZ 160

Round-nose pliers

​Round-nose pliers acc. to DIN ISO 5745
• Serrated gripping surface
• With long jaw

RZ 160
160
153

Type Qty Order No.

RZ 160 1 9046360000
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VDE-insulated flat- and round-nose pliers
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VDE-insulated special function pliers

Technical data

​up to 1000 V (AC) and 1500 V (DC)protective 
insulation to IEC 900, DIN EN 60900
• drop-forged from high-quality special tool steels
• safety handle with ergonomic and non-slip TPE 

VDE sleeve
• made from shockproof, heat-and cold-resistant, 

not readily flammable, cadmium-free TPE 
(thermoplastic elastomer)

• elastic grip zone and hard core
• polished surface
• nickel-chromium electrogalvanised coating 

protects against corrosion

Stripping
Stripping diameter, max. mm
Max. cross-section of conductor mm²
Cutting performance
Conductor diameter, max. (H) mm
Conductor diameter, max. (MH) mm
Tool data
Cutter hardness HRC
Total length mm
Weight g

Note

Version

Note

Multi-purpose pliers

VZZ S

(MH) medium-hard wire; (H) hard wire; (P) piano wire

Type Qty Order No.

VZZ S 1 9046470000

Ordering data

VZZ S

1.6
2.5

60
160
175

​Bent half-round-nose pliers with cutter, acc. 
to DIN ISO 5745
• For gripping, guiding, removal, crimping and 

many other tasks
• Serrated gripping surface
• Tip bent at 35°
• Cutting edges inductively hardened to approx. 

60 HRC

AIZ 160

Wire stripping pliers

​Wire stripper to DIN ISO 5744
• for stripping cables and wires up to 5 mm O.D.
• forged in die
• high-quality finish due to induction hardening
• adjusting screw and locknut for setting 

appropriate conductor diameter
• opening spring for convenient working
• special tool steel

AIZ 160
5
10.0

160
193

Type Qty Order No.

AIZ 160 1 9046440000
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Introduction

ESD pliers

Weidmüller ESD pliers can be used with precision and safety 
when working with sensitive electronics. Electrostatic charging  
is prevented by the special handle material.

Electrostatic discharges (ESD) present a danger to electronics 
that should not be underestimated. The transferral or discharge 
of an electrostatic charge can cause significant damage. 
Charges smaller than 100 volts can cause damage to sensitive 
components. However, ESD with voltages under 2000 volts can 
not be felt by humans. When working with components which 
are particularly sensitive to electrostatic discharges, you need an 
electrostatic-free work environment and the properly designed 
tools. 

The ESD pliers are particularly suited for use with electronics, 
including electronic switches and components, as well as with 
precision mechanics. All pliers feature an ESD-protected 
two-coloured double-component plastic hand grip. The grip  
material in use complies with all of the requirements for ESD 
hand-tool protection for working with ESD-sensitive components.

The 120 mm-long ESD pliers are available individually or as part 
of a four-piece set: diagonal-cutting pliers, angle-cutting pliers, 
with pointed head, flat-nose pliers and snipe-nosed pliers. ESD 
pliers are not appropriate for working with live components or 
component assemblies.  
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SEE ESD 120
Electronic ESD diagonal-cutting pliers with 
pointed head

​• �Hard wire (spring wire or steel nails):​
0.4 mm/AWG 26

• �Semi-hard wire (iron or nails):​
1.0 mm/AWG 18

• �Soft wire (copper or aluminium):​
1.5 mm/AWG 15

Type Qty Order No.

SEE ESD 120 1 9205130000

Weight 90 g

Technical data

Ordering data

SEE ESD 125
Electronic ESD diagonal-cutting pliers with 
oval head

​• �Semi-hard wire (iron or nails):​
0.8 mm/AWG 20

• �Soft wire (copper or aluminium):​
1.5 mm/AWG 15

Type Qty Order No.

SEE ESD 125 1 9204750000

Weight 90 g

Technical data

Ordering data

FZE ESD 130
Electronic ESD flat-nosed pliers Type Qty Order No.

FZE ESD 130 1 9204760000

Weight 90 g

Technical data

Ordering data

SZE ESD 130
Electronic ESD Snipe-nosed pliers Type Qty Order No.

SZE ESD 130 1 9204770000

Weight 90 g

Technical data

Ordering data
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SVSE ESD 130
Electronic ESD angle -cutting pliers

​• �Hard wire (spring wire or steel nails):​
0.6 mm/AWG 22

• �Semi-hard wire (iron or nails):​
1.0 mm/AWG 18

• �Soft wire (copper or aluminium):​
1.2 mm/AWG 15

Type Qty Order No.

SVSE ESD 130 1 9205140000

Weight 90 g

Technical data

Ordering data

SUPER CUT
Electronic diagonal-cutting pliers

​• �Soft wire (copper or aluminium):​
1.2 mm/AWG 15

Type Qty Order No.

SUPER CUT 1 9205150000

Weight 78 g

Technical data

Ordering data

KOF SET ESD
Electronic ESD case set

​Contents:

• Diagonal-cutting pliers
• Snipe-nosed pliers
• Flat-nose pliers
• Angle-cutting pliers

Type Qty Order No.

KOF SET ESD 1 9205210000

Weight 547 g

Technical data

Ordering data
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